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BACKGROUND AND PURPOSE

Evolutionary advances in military commaunications have not kept pace with the
revelutionary achievements in firepower and mobility since World War II. Com-
munications t¢ support these elements have been developed by providing an assort-
ment of little communications systems designed to do highly specialized jobs.

The effects of these specialized systems have been duplications of research,
development, and management effort, and operational limitations which deny the use
of the idle capacity of specialized trunk circuitry. As a result of the lack of flexi-
bility, integration, and standardization in the basic military communications system,

the logistic support, training, m~*ntenance, and operations are very costly in terms
of money and manpower.

The Signal Corps has been actively coansidering ‘hese deficiencies and, in 1954,
the concept of a Universal Integrated Communication (UNICOM) System was evolved.
This concept has been refined by the United States Army Signal Researchk and Devel-
opment Lakoratory (USAS:IDL). Technical specifications for UNICOM were prepared
in 1958 and a research and development contract was signed with the Western Elec~
tric Company Defense Projects organization in 1959. The Bell Telephone Laborato-
ries is undertaking to fulkiill this contract on behalf of the Westera Electric Company

with assistance from International Telephone and Telegraph Corporation and the
Radio Corporation of America.

UNICOM will comprise 2 complete military communications system covering
the Continental United States {COMUS), the intercontinental area, and the support
regions. It will 3’50 be capable of extension into the combat areas by compatible
interconnection with tactical communications systems.

UNICOM will include trunsmission and trunking systems, local and long dis-
tance switching oifices, and subscriber facilities. The basic plan proposee that
many forms or modes of communicaticns using either digital encrypted or analog
transmission be handled over standardized channels. Autcmatic switching will fur-
nish fast, direct service between subscrier stations and will permit a high degree
of reliability through automatic multialternate routing and redundant netting. The




plan also provides for handlirg the large class of connections {ur which the technique

of message switching Is both elfective and economi~1' Precedence and security,

features are also included in the system.

To maintain at least minimal backbone traffic capabiiities in the face cf enxemy
action, UNICOM must be designed to make smcoth and rapid adyistment to radical
changes 1a network capabilities, Including changes that result from the most adverse
conditions of enemy jamming and nuclear attack.

The development of UNICOM involves a study of needs, decisions on basic out-
line through examination of system elements, and implementation of these elements
using the latest advances in the art.

The effort under this contract is divided into two gencral areas., The first is
the long-range systems engineering directed toward establishing detailed plans for
the over-all system. The second area involves taking all necessary stéps to develop
and provide a preliminary engineering Test Model. The two aspects of the work are
being carried on concurrently and are closely coordinated.




ABSTRACT

In the System Objectives area, Section 1, the major effort was on the coordi-
nation of the UNICOM System Engineering Plan. Several user needs were defined
in some detail. Station arrangements for digital stations were revised during the
quarter.

In the Network Planning area, Section 2, a report on the transmission facili-
ties required for UNICOM Phase I (1965) was prepared. The requircments in the
report were based on 4 switching centers, 440 subscribers, and traffic character-
"istics as defined by the Army Communication System Division (ACSD}. A study has
been initiated on the usefulness of a digital line concentrator by computing possible
savings in transmission and terminal facilities for Phases I, II, and IOI. Traffic
estimates have been started for limited and nuclear war conditions for Phases I, II,
and OI. An initial system control plan has been formulated and is being reviewed.
Further work in traffic engineering is reported.

* In the Switéhing and Signaling area, Section 3, effort was. largely in support
of development and i{n preparation of additional requirements sections for the Sys-
iem Engineering Plan. A brief study of the switching and signaling aspects of line
concentrators was conducted and this work is continuing. Studies supporting the
choice of the space-division matrix to be used in UNICOM are nearly ccmplete. A
study of three plans for signaling between subscriber stations and the switching
center shows a preference for the choeice of a plan utilizing the message channel
for high-speed heading transfer. An initial maintenance and reliability guideline
was issued during the quarter. Several call handiing procedures for store and for-
ward service were defined as a basis for preparing program requirements for the
central processor store and forward operations.

In the Transmission and Stations area: Section 4, theoretical and computer
simulation work was done on digital modem performance as a function of attenu-
ation and delay distortion over various bandwidths. Objectives for the performance
of digital modems were included in the System Engineering Plan, as have specifica-
tions for digital terminating unit basic optional arranéements and features. Speci-
fications for the auxiliary circuitry of the subscriber set were revised. A study of
the problem of resynchronizing differential pulse code modulation has been com-
pleted.




Work in Systems Tests and Standards, covered in Section 5, was directed
toward the Test Model test plaa, preparations for certain transmission subsystem
ergineering tests to be in.uated before the Test Model is completed, and prepara-
tion of material for military communication standards. In the latier a.ea, drafts
of Beil Telephone Laboratories work on Sections 3.1 and 3.3 of MIL 133 were drawn
up and the writing of Engineering and Installation standards for Defense Communi-
cation Agency electronic switching centers was initiated.

In Design and Fabrication of the Test Model, covered in Section 6, the design
and experimental laboratory work under way progressed as planned. The organi-
zation aud requirements of the major equipment d2sign areas were defined and de-
sign of the circuits was detzailed. In the programming work for the Test Model, the
functional specification for the operational programs was completed, thus defining
i » major tasks which the central processor must perform.
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SECTION 1
SYSTEM OBJECTIVES

The objectives of efforts in this area are:

{1} To determine the user needs for UNICOM

(2) To specify requirements for subscriber station arrangements

(3) To formulate requirements for system organizaticn and features.

. Much of the work consists of consultation on user needs and system features
with the departments responsible for subsystem engineering and develppment. While
major system features have been established for some time, minor features and
services continue to be proposed, defined, and refined. Close consulation at this
stage assures that implementation of the features is consistent with user needs and
system objectives.

_ The work in.this section is reported under the following headings:
{1) User Needs . ’
(2) Subsc;riber Station Arrangements
£3) System Org?nlzation-:md Features.

USER NEEDS

During this quarter, work has been directed primarily toward {1} establishing
the details of several specific user needs and (2) identitving thase neads of Phase I
UNICOM users that differ from the needs of Phase | users defined in thé report for

- the ninth quarter. This work Is reported in detail below.

Specific User Heeds

The following paragraphs describe the results of investigation of features to
fulfill specific user needs. ) . :

Hold Feature. This feature permits 1 subscriber who is engaged in 2 Cate-
gory I (right-of-way) digital voice call to switch to a second incoming Category |
voice call while holding the first cail. Subsequentiy, he may switeh back to the first




call, and so forth. This means of operation gives a user greater flexibility in deal-

ing with the second call than he would have if he had to terminate the first call in
order to accent the second cne.

Infrequently, it may cccur that a third Catezoury I call will attempt to reach a
given subscriber. While it is possible to have this cali queue after the second cali,
this poteantially involves long waiting times for the calling subscriter, long holding
times for trunks, and a somewhat confusing sequence of operations for the called
subscriber. In view of this, a third Category 1 call incoming to a given station will
be given 4 busy signal, at least in the initial implementation of this feature.

In order to conserve trunk usage, ip the initial implementation the hold fea-
ture will not permit erigination of a second call while a call is being heid.

Recording of Accounting Iaformation. Budgetary re jnirements wiil necessi-
tate recording sufficient information 2bout usage of facilities to permit allocation

of charges to the agencies using the UNICOM system. The following data are most
significant for this purpose:

{1) Calling number

{2) Called number(s)

{3} Precedence(s)

{4} Handling method {direct or sto.e and forward)
{3) Tinte of conneclion

{S§} Time of dizcornection.

From this &3l it is possible to determine parameters that are significant in deriv-
ing charges for renderad services. Some of these parameters are: duration of

call, iength of haul, informatior rate or bandwidth, and special speed-of-service
demands.

Required accounting data will be recorded at the switching center on magnetic
tape for subsequent off-lire processing by data processing equipment.

Addresses for STARCOM-UNICOM Interconnection. Interchange of traffic
petween UNICCM and the Strategic Army Communications Network (STARCOM) re-
quires that stations in each network be addressed in a format that can be handled

by the system receiving the heading.! UNICOM addresses are numeric: STARCOM
addresses alphabetie.

'"The discussior under this and the following two topics applies to other networks us-
ing the crntrolling Allied Conimunicaticn Publications. ACP 121 Communications
Instructions, General details the manner in which station designations are con-
structed. ACP 127 Communications Instructions, Tape Relay Procedure prescribes

the message heading format and the means of handling such messages at tape re-
lay cencors.

e
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It is tentatively planned to assign addresses in the UNICOM numbering plan to
all stations in STARCOM which may be required to recelve traffic trom UNICOZ{
stations. It is also planned to assign addresses in Allied Communica’ion Publica-
tions format (ACF 121) to all UNICOM stations which may be required to receive
traffic from stations using that format. Tre second le*ter in the ACP 121 format
would designate that the address is for a UNICOM subscriber, while the third letter
would designate the geographical location of the serving UNICOM switching cunter.

Beth STARCOM and UNICOM directories would need tc list the appropriate
staticns in both networks.

-

Further study of this to;iic will be continued during the eleventh quarter.

Equivilence of STARCOM and UNICOM Precedence Levels. When STARCOM
traffic s passed to UNICOM, it does not appear necessary to apply to it the much
more stringent UNICOM delivery criteria.

Table 1-1 shows *hat UNICOM Category 11 delivery time is equivalent to the
requirement for the top three STARCOM categories, UNICOM Category IO for
STARCOM priority, and UNICOM Category IV for STARCOM routine and deferred.
UNICOM Category II traffic does not, howe ser, pre-empt facilities as does traffic
in the top three STARCOM categories. )

Table 1-1
UNICOM AND STARCOM DELIVERY TIME CRITERIA
STARCOM®* UMICOM

Category Delivery Time Category Delivery Timet
Emergency} € minutes ¢ 6 seconds
Flasht 20 minutes 1 2 minutes
Operational-

Immediate} 30 minutes m *30 minutes
Priority 4 hourg v 4 hours
Routine 8 hours
Deferred ‘ 12 hours

*For traific between Department of the Army or Joint Corrmunica-
tion Agency and cryptographic sections of primary and maior re-

lay stations serving m.2jor headquarters or areas as defined in
TM11-450-1,

TApplies to varring perc :ntages of the total traffic in each category.

I_Pr%-emption of facliities used by low-precedence traffic author-
ized.
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) Fm’_thér study must be undertaken to determine how STAPCOM precadences
should be treated in UNICOM. .

"Treatment of STARCOM Security Indication. In the ACI" 127 heading format,
the Ietters ZNR indicata that a isessage can be transmitted over non-secure facili-
ties. The actual classiiication of a message appears as the [irst phrase of the text.

in STARCOM, all secure facilities are acthorized to handle both Secret and Conli-
deatial traffic.

It is expected that some UNICCM subscriber extensions will be authorized
to rcceive classified traffic up to Confidential only. A message from STARCOM
without Liie ZNR preo-sign might be classified either Secret or Confidential. To
avoid the very undesirable necessity for reading the text, messages from STARCOM
without the ZWR indication will be delivered only to UNICOM stations that are autho:
ized to handle at least Secret information.

' JCSAN Implementatio:_x_. Work has been initiated to determine the nature of
the user needs if the functions of the Joint Chiefs of Sta{f Alerting Network (JCSAN})
were {0 be Implemented by UNICOM.

Restoral of Allocated Circuits. Study of the nature of the need for auiomatic
restoral of allocated circuits has been initiated. The first step was to identify and
explain the reasons for those applications which in present-day r "litary networks
employ allocated circuits rather than direct or store and forward service.

Analog User Needs. A study of Switched Circuit Automatic Network {SCAN)
subscriber {eaturec has been started. The purpuse of this study is to ald in the
determination of JNICOM analog user needs. The assumptions of tiie study are
that. (i) SCAN servses a reasonahle cross sectior of military users whose needs
can be handled on an annlog pasis and (2) SCAN provides features and services
- which, in various combinations, mueél a substantial part of the needs of such users.

it appears that most of the analog services and features provided in SCAN must also
be made available in UNICNOM.

Autuma.ic Ancillary Devices. Questions on the nature of automatic ancillary
devices, particularly unattendea monitoring stations, have beern {ormulated. An-
swers to these questions will form the basis for further analysis and review.

Printed Narrative Conferencing via Store and Forward Operation. Work has
been initiated on a study of the feasibility of conducting teletypewriter conferences

by means of store and forward {S/F) metheds. The purposé of this method of oper- '

ation would be to utilize the speed of UNICOM S/F handling in ozjder to reduce the
very long circuit holding times usually sccasioned by teletypev -iter conferences.




Phase II User Needs

The subscriber liat for UNICOM Phase Il has been examined to determine
whether any subscriber categories other than those served in Phase I need be
served. Subscriber categories for Phase I were described in Appendix 14 in Vol-
ume II of the Pregress Report for the Ninth Quarter,

It appears that the only acdditional category in the UNICOM subscriber List that
can re identified for Phase II is that of the commang post. It is assumed that, in
Phasge II, the comamand post "user” may utilize some of the newly developed cpera-
tion centers, such as the Army Tactical Operations Centers {ARTOC). Work de~
fining needs of such command posts will e continued in the eleventh quarter.

SUBSCRIBER STATION ..RRANGEMENTS

Work during this quarter was primarily directed toward (1) preparation of
detailed requirements for the arrangement at digital stations and {2) resolution
of security aspects of new station features.

Arrangements at Digital Stations

A revision of the section of the UNICOM System Engingering Plan (SEP) deal-
ing with digital subscriber station arrangements has been virtvally completed. It
contains considerable 2dditiono? details about the melhod of use of the siation by the

subscriber. The Yollowing paragraphs summarize its conclusions on selected
topics.

Lamp Displays. Ou cutgoing cails, lamps will be 1it in the appropriate con~
‘rol pushbuttons to indicate operation of the pushbutton. In general, signzls from
the switching center will control lighting of lamps confirming receipt = ~ecurity
category and special security handiing instructions, while local circuits wnii light
the lamps associated with controls for precedence znd message handling.

Voice-Data Qperation. Voice-data operztion will be provided for connections
that do not require the insertion of vocoders at switching centers. To permit the
switching system to set up connections without vocoders, the station must signal
its switching center when 3 voice-data call rather than a vaice call is desied.

Switching between twe voice and data _icdes will be by m:sual pushbutton operation
at each station.

Hold Feature. The telephone control set will have a "call waiting™ iamp to
indicate when a Category I call is camping on. Turse stations authorized to have
the hold feature described under specific user needs will have a hold key. Opera-
tion of the key followed by hang-up puts the original call into a held condition, and

9




permits the waiting call to be completed to the station. The "coil waiing™ lamp
wiu zzain be lit to indicate that the first call I8 now waiting. Operation of the hoid
key a:d hang-up places the second call in a held condition, and allows the first call -

to complele again, and so forth. Hang-up witkout prior operaticn of the hoid key
disconnects the call.

SYSTEM ORGANIZATION AND FEATURZES

Work during the tenth quarter was directed primarily toward (1) revising ex-
isting sections and formulating other sections of the UNICCM System Engineering
Plan (SEP), and (2) considering problems extending over two or more subsystems.

UNICOM System Engineering Plan

As described in the Progress Report for the Ninth Quarter, the UNICOM SEP
is being issued in d-aft form, a section at a time. Drafts are updated as required;
the final plan will be issuel at the end of the project.

This process is serving several purposes. Not only do the latest draft sec-
tions serve to integrate the sarious parts of the UNICOM systom, but also to estab-
iish up-to-date requirements for Test Mode. developrient.

Problems Extend:ng Across Subsystesa Inlerfaces

A major portion of the effort in this area was directed toward }ine concentt?.-
tors. Factors affecting decisions regarding their use were exznined and further

studies of the subject have been initiatad in the switching and signaling, network
planning, and developmeut areas.

PRUGRAM FOF. THE NEXT INTERYAL
User Needs

Consideration of needs relating tr interconnection with SCAN and STARCOM,
implementation o’ the JCSAN function, resioral of allocated circuits, service to

analog users, ccanection of automatic ancillary devices, and the handling of printed
narrative {¥N) conferences will be continued.

User needs for Phase III users will be studied. A consolidated statement of
user needs for il UNICOM phases is expected to be issued by the end of the eleventh
quart rv. Information .n mobile users will be sought and their needs studied.

10




Subscrlbe;' étation Arrangements

Work will continue on refinemert of requiremente for digital sta’ion arrange-
ments, The SEP sectlon on this topic will be reissued carly n the next quarter.
Analcg station arrangements will be defined. . S

Hurnan fac.urs engineering 'wvork on station arrangements will be continueed.

An objective will be to specliy mock-ups for subjective tests of user rexction to
station arrangements, )

A study of ancillary devices will be initiated with the objective of ¢ -‘e¢rmining

(1) which devices have to be served by UNICOM and (2) what new device: will be re-
quired to meet UNICOM service objectives.

System Organization and Feaiures

Worl: on the UNICOM SEP will continue as a major effort. Examination of

" system interfazes and consultation on problems extending across subsystems is
expected to continue.

A task force study of the specific problem areas associated with providing
gracelul degradation of tho UNICOM system confronted by transmission impair-

. ' ments will be initiated. The security plan tor UNICOM is being revised with the
objective of issuing the new plan during the twelfth quarter.

11




SECTION 2
NETWORK FLANNING

The objectives of network planning are (1) to determ’ne the basic network
structure including the traffic lcad, wsers, and network layout; {2) to devise a plan
for controlling the UNICO34 system to give the best service to the most iinportant
traffic, even under heavy loss of facilities; (3) to develop traffic engineezing data
and methods. Digital computer programming and simulation are required to sup~
port the above, The work is reported under the following four are23s:

(1} Basic Network Structura

(2) System Control

(3) Traffic Engineering

(4) Programming and Simulation.

BASIC NETWORK STRUCTURE

The objective of this wark is to determine the approximate network: 1zcouts
required to handle the estimated traffic in each of the phases of UNIOCOZL imple-
mentation, with consideration given to economy and survivability.

‘The major results achieved during the tenth gquarter, waich are given in the
following paragraphg, related to:

{1) Documenting the Phase I impismentation plan

(2) Documenting the determination of UNICOM and STARCOM svrvivability
urder nuclear attack

{3) Examining the usefulness of digital line concentrators in UNIOOM.

Phage . Tarplcmentation Plan

This plin presents the transmission capabilily required for UNICOM Phase I
{1965) based on 4 switching centers, 440 subscribers, and raffic characteristics
as defined by the Army Commuaication Systems Division (ACSD}. The primary re-
sults of this determination were summarized in the report for the ninth quarter.
During the current quarter, the results of the study were presented orally to ACSD
and a written report was prepared and submitted.

13
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The plan 18, of course, based strictly on the current trailic raquirements, in
which every subseriber line 1aust be secure. The traffic includes cnly commarnd,
control, and intelligence !alormation. New traf{ic data are being prepared, which
=il Incilude some digital trilic of an administmitive and legictic nature and also
some analog traffic. Charges in required transmission facilities for different num-
bers of switching centers or subscribers, or different engineered traific lcads, caa

ke accommedated in a reasonably straightforward way, based on the methods al-
ready documented.

Survivability Computations

The ninth quarterly report summarized survivability calculations of the ex~
pected Phase I and Phase II versions of UNICOM, STARCOM, and the.combination
of UNICOM and STARCCM. The survivability was computed in terms of the attack
price; that is, the number of ballistic missiles with nuclear warheads, of specific
yieid and specific circular probable error, that would have to be committed to in-
sure the destruction, with a prescribed probability, of the system's ability to pro-
vide critical communications. The critical communications are those required
among key users of UNICOM to provide controlled command of retaMatory forces

after a nuclear attack. The principal unclassified conclusions of the work were
stated in the nirth quarterly report.

During the tenth quarter the detailed results, on which the conclusions were
based, were presented orally to USASRDL representatives. A written report is
being prepised ts document these results.

Line Concentrators

The Phase I implementation plan has indicated the possibility of substantial
savings in required transmission facilities in Phase I if digital line concentrators
were available. For example, for a four-switching-center Phase I network, the
use of concentrators could save sbout 140,000 circuit miles of 2.55-kbps loop facili-
‘ies or about 30 percent of the total loop and trunk circuit miles required {50 percent
of the loop miles). However, Phases il and I are also concerned, and it is essential

to calculate pcssible savings during those phases and also the total savings over the
expected implementation period.

Accovdingly, a study has been initiated to compute the savings in transmission
fagilities and live termination equipment, based on the expected implementation
schedule. The initial work on the study has been based on the current traffic and
the user regquirements. Early results of the work indicate savings in 2li three
phases. In Phases I and II, the savings are primarily in required transmission
facilities, whereas in Fhase III the savings appear in both the transmission facilities

14
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and the transmission terminal equipment, including key generators. T?'w study I3
continuing and is expected to be reported on during the eleventh quarte:.

Other Work

In addition, work has been initiated on traffic estimates for limited and nu-
clear war conditions for Phases I, I, and I1I, to supplement the existirg cold war
data, for Phases I and I, based on ACSD irformation. This work will continue into
the next quarter. Tentative layouts for Phases I and IlI, buased on the cold war data,
have been made in connection with the concentrator applicability study. These lay-
oufs have indizated that, with concentrators, about 40 switching centers will be re-
quired in Phase .I.

SYSTEM CONTROL

"I‘he objective of the work in this area i3 to prepare a plan specifying the local
and over-all system control measures which would allow the UNICOM system to
give the best service to the most important traffic, even in the presence of severe
traffic overloads and/or grave damage to the system.

_The-principal result achieved during the quarter was the preparation of the
fnitfal ~zstem control plan which was forwarded to USASRDL in draft form. Asits
name implies, this document is an initial version of the system control plan and
contains the presently expected solutions to the system control problems. Many of
the decisicns have had to be based on the resuilts of preliminary analyses, and work

is proceeding to detail and verify the expected solutions and to examine soame of the
principal alternatives.

TRAFFiC ENGINEERING

The principal problem here is to develop trunk engineering methods and data
which will differ in two ways from most commercial practice. Trunk groups must
be engineered to speed-of-service standards, as required by SCL-40834A and, as
indicated in the preceding paragraph, it has been concluded that a symmetrical
trunking scheme is required in order to have the best network survivability proper-
ties. The methods available in the art for engineering.trunk groups in a network
are largely confined to probability of biocking under a busy-signal-for-blocked-calls
method pf operation and to hierarchical alternate routing. (A blocked call is a call
which cannot obtain a connection immediately.) Methods of engineering are being
devised to allow for these two differences which, unfortunately, are not completely

separable.
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For engineering to speed-ol-service criteria, an alternative method, an ap-
proximate one, has been devised for transforming speed-ol-ser{rice requirements
into equivalent blocked-call specifications and then applying known procedures. A
computer program has been prepared to make the transformaticn, and a simulation

will be initiated shortly and the results used to datermine if the method is accurate
enough to be useful.

PROGRAMMING AND SIMULATION

During the tenth quarter, work was continued on the series of trailic simula-
tions and related programs begun during the ninth quarter for guidance in the system
control and traffic engineering areas. These were -lescribed in the ninth quarterly
report. One new simulation with its related program has been started. In the fol-
lowing summary of the work done, the {irst five programs bear the same numbers
as in the ninta quarterly report, and the sixth is the new oae.

(1) Mixed Traffic Simulator. This program measures the effect of serving
both direct and store and forward (S/F) traffic on the same trunk group.
The program was completed during the ninth quarter, aad test cases
were run during the tenth quarter to determine the accuracy of previous
approximate theoretical results. This study verifies the accuracy esti-
mates made in the theoretical work and shows the thoeretical results to
be less sensitive to the approximating assumptions than originally thought.

(2) Direct Traffic Alternate Route Simulator. This program simulates alter-
nate routing of direct traffic in a generalized network. The extensiocn of
this program to encompass those situations in which routes are selected
on a stage-by-stage basis has been completed, and the program is being
used extensively in the system control effort. A further extension of the
program, which will allow alternate routing to depend partially upon the
instantaneous condition of the local links, has been flow charted and is
being coded. This extension of the basic program, and other similar
extensions to follow, will be useful in lending insight into the effectiveness
of Joad-dependent alternate routing, which is at the heart of the more com-
prehensive system control schemes.

(3) Precedence Simulator. This program determines, from simulation, the
delay distributions when traffic of different precedence levels is offered
to a trunk group. The section of this program which is capable of simu-
lating head-of-the-~line priority systems has been completed, and a num-
ber of cases have been run off to compare the results with those of the
priority calculator. A close correspundence resulted. The pre-emptive
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section of the pregram is still being code checked, and 2 memorandum
report 18 beirg prepared to describe the results and the program.

{4) Priority Calculator. This calculation of an approxfmate soluticn fora -
head-of-the-line priority queueing problern based cn a published lormula
for the average deluy was completed during the ninth quarter. During
the tenth quarter, extensive tests were made and the results compared
with those of the precedence simulator. The results showed excellent
agreement, suggesting that the approximation used in the priority calcu-
lator may possibly be an exact result, A memorandum report of this
program and the results will be prepared during the eleventh quarter.

(5) Indirect Traffic Alternate Route Simulator. This prcgram will determine
indirect traffic delays for different alternate routing schemes. Flow
charting and coding were completed during the tenth quarter, and code
checking has begun.

(6) Retrial Simulator. This program, which was started during the tenth
quarter, will determine the delay distributions experienced by two prece-
dence classes of traffic which are offered to a simple trunk group under
a retrial discipline. In this discipline, calls which cannot obtain immedi-
ate service are offered again after a fixed interval, which, in this model,
iz either constant or exponentially distributed. The retrial interval is
also being examined for suitability as a variable to affect system control.
The delay distributions of-each of the precedence categories wili be ex-
amined and the program extended to encompass more complicated trunk-

ing patterns. The program has been coded and is presently being code
checked.

PROGRAM FOR THE NEXT INTERVAL
Basic Network Structure Area

Work will be completed on documanting the survivability calculations.

Work will be completed on the study of line concentrators showing the extent
to which savings will appear in Phases 1, II, and III as currently defined.

Werk will be initiated to determine the additional digital traffic of an adminis-
trative and logistic nature from users in the current list ir both Phases I and I
Also, additional truffic from analog users will be estimated and su1bmitted to
USASRDL for approval. To the extent practicable, the computatiors of line con-

centrator applicability will be made to reflect these modified user and traffic as-
sumptions.
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System Control Area

Work will be completed on a study of the reliability cf tralfic measurements
and their application to UNCIOM system control, as well as on a prelimirary ex-
amination of the behavior of networks using different aiternate routing doctrines.
Work wiil be initiated cn the planning ¢! a1 large simulation to test the performance
of the contemplated UNICOM network and system control.

Tral{ic Engineering Area

Work wili be continued on the development of a method of engineering non-
hierarchical alternate routing networks., Work will be {aitlated on a simulation
program t* ascertain the usefulness of the approximate method which has been de-
vigsed to relate delay ergineering to blocked-cail enginsering in a complex network.

Proegramming and Simulation Area

Work will be continued to complete and extend the programs describéd under
programring and simulation and to use them in the furtherance of the system con-
trol and traffic engineering efforts.
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SECTION 3
SWITCHING AND SIGNALING

An objective of the systems engineering effort on switching and signaling is
to provide support for Test Model development. Support in the switching and sig-
naling area will be required throughout the UNICOM program. A second objective
is to prepare requirements for UNICOM field installation equipments in the t:orm
of standards or specifications for switching and signaling. A final cbjective is to
fit the Test Model concepts to implement Phases I, H, and DI UNICOM installations.
The work is reported under the following headings:

(1) Switching Requirements and Method of Operation

(2) Switching Matrices

{3) Signaling and Supervision

{4) Central Processor

(3) Store and Forward Operation.

During the tenth quarter most of the work was directed toward support of Test

Model development and toward preparation of detailed switching and signaling re-

quirements for inclusion in the System Engineering Plan (SEP), which is the medium
for documentation of these specifications.

SWITCHING REQUIREMENTS AND METHOD OF OPERATION
Mathod of Operaticn

The work of detailing the method of operation of UNICOM calls bas continued
during this periocd. This work is directed toward providing a description of UNI-
COM call handling procedures for inclusion in the SEP. The method of operation
will include a textual description of the manner in which the various classes of calls
are completed in the UNICOM system, as well as a sequence chart version of the
steps performed in the completion of calls. it will algo include, in graphic form,

a summary cf features available to UNICOM users for various classes of calls.

The purposes of the method of operation study are as follows: (1) the inter-
action between the various components and subsystems will be indicated and any
mismatch which may exist at the interfaces will be found by describing the
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sequential steps neceszary to complete the various classes of c2lls and (2) it will
be possible to determine how the UNICGM system fuliil!s user ne2ds by summariz-
ing the operational {eatures avallable to UNICOM users for varicus types cf ealls.

A descrigtion of several of the basic types of digital calis has been prepared.
These will now be updated to reflect the recent work on signaling methods. The

four of the more general call sequences which have been described in preliminary
form are as follows:

{1) Digitai voice call (vocoder or PCM)
{2) Digital printed narrative direct call

(3) Digital printed narrative store and forward calls that do not carry right-
of-way (ROW) precedence ’

(4) Digital printed narrative store and forward ROW multiaddress call.

A preliminary version of a graphic representation of the features for varicus
classes of calls has also been prepared. This takes the form of a series paralisl
combination of paths similar to the graph of a switching network. Each alternative
service feature is represented by 2 branch on the graph. These branches are en-
tered at nodes which represent points at which decisions are made as to aiternative
features desired. The number of possible pathe through the graph represent the
number of pogsible types of calls available to UNICOSE subscribers. The number
of possible paths is large encugh to make it apparent that the preparation of 2 sepa-
rate written description for each identifiable call type is not a feasible undertaldng.
However, it will be valuable to write descriptions for a few of the basic types whick
include each of the branches identifying a separate service feature.

Lin» Concentrators

A review of the varicus methods of handling switchirg and signaling with re~
mote line concentration has been made. Factors such as the siZe, i.e., mmber
of lines and trunks to be switched, the method of control, the effect on system sur-
vivability, the problem of reliability, and the needs of security equipment were

considered. Based on this review, a set of specific requirements for a remote
line concentrator is being prepared.

Briefly, these requirements call for 2 concentrator capable of serving up to
32 lines on 2 group of up to 16 concentrator-to-switching center trunks. The unit
will switch digital lines of the 2.55-kbps rate. A maximura of cne full duplex facut-
ity between the switching center and the concentrator will be used for control pur-
poses. This conrtrol facility may or may not be needed, depending upon the method
and complexity of the concentrator control. The final methed of control will depend
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upon the added 'coat of :control circuitry at the concentrator versus the cost cf
an additional secure ¢+ facility. For survivability reasons, provisions could
be made to a\_:toinatically switch {dle concentrator trunks throuza to a limitad num-
ber of principal lines. This will provide direct connections {or these lines to the
switching ceater in case of control failure. ’

A memorandum containing these requirements, along with preliminary con-
centrator arrangements, has been prepared. At the present time a more detailed
study of a specific method of concentrator implementation is under way to deter-
mine the advisability of using remote line concentrators with the UNICOM system.

Switching Requirements

Several additional sections have been prepared for the switching center por-
tion of the SEP. These sections represent requirements which .ad not been deter-
mined at the time the original material was assembled.

A section on traffic measuring has been prepared. This section describes
switching office requirements for the collection of statistiral performance data con-
cerning the traffic offered and handled. These permit the determination of the
amount of traffic; traffic flow, load usage of trunk groups, and the like, for active
administrative purposes and engineering future facility additions.

‘In general, the central proceszsor will collect and store the details of the vari-
ous measured traffic items. Thé traffic information will be produced as printed
outputs by one of the appropriate following methods.

(1) On demand by speciat supervisory conscle control keys
(2) At perio‘dic intervals under control of the central processor
(3) On an off-line basis {rom data stored on magnetic tape.
The more import.nt items to bs: collected will consist of call counts of the following:
Total originating messages and calls completed
Total originating attempts
Total tnreugh-switching attempts (interofiice trunk to interoffice trunk)
Trunk group call 3nd overflow counts
Count of no-circuit overflows
S/F total messages
£/F total attempts
C:;ll count of preamble check failures

(all count of calls affected by Category I pre-emption.
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Magnetic tape cutput records for use in cif-line processing for automatic message
accounting cr for allucation o cosis will be provided. Thase records wiil inciude
the items lis*ed in Section 1 under User Needs, Recording of Accounting Information.

The supervisory console requirements section of the SEP has been revised to
reflect recent systems engineering work and dev.lcpment elfort. The new ccncept
separates the requirements for local supervisory ccntrol from these of the over-all
system supervisory control as described in Section 2 under System Control. The
local control portion will include the display and control functions necessary for the
control of the local switching center and the trunk groups radiating from that switch-
ing center. Status information on traffic lcad conditions will also be displayed or
printed cut at this position. In addition, facilities will be provided to introduce
program changes such as line load control and alternate routing modifications.

The over-all system control functions will be provided for certain UNICOM
offices which will be able to act as regional control offices. Although a separate
console may be necessary in a few centers, it is presently recommended that an
additional area on the local supervisory console position or a build-out of this posi-
tion be utilized to provide over-al! system supervisory functions. Information will
be transmitted to the regional control offices on request. or on a periodic basis to -
provide the load status and working condition of all local switching centers and
trunk links within the regional area. Withir any one regional area, several centers
may have regional system control capabilities. This will be necessary for reasons

of survivability should a normaliy designated center ro longer be in operating con-
dition.

Interconnection with Other Systems

The problem of interconnections with non- UNICOM commuuication systems
is being investigated. During this pericd the work has been principally confined to
the exchange of traffic between the UNICOM and Switched Circuit Automatic Net-
work (SCAN) systems. Three methods have been considered. These include an

operator assistance method, 2 double dial tone method using exit codes, and a sin-
gle dial tone method.

The first of these requires all interconnection calls to be routed to an attend-
ant who, {n turn, checks the security categories and precedences and can also, if
desired, screen calls during periods of traffic overloads. This method of inter-
connection requires a minimum of equipment for implementation and is simple in
operation from the user’s point of view. Each of the interconnected systems can
have its own independent numbering plai:. While the use of the operator assistance
method has advantages, especially when the volume of intercornecting traffic is
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very low, it becomes unsatisfactory and expensive when large volumes of intercon-
nectiun tralllic require the services of a naumber of operators.

The full dial operation methods have advantagas when traffic volumes are
‘wrge. Of these methods the double dial tone method i3 least expensive and most
tiexible In numbering plan arrargements. The flexibility and equipment simplicity
is achieved by requiring the user to key an exit ccde, foliowing which he again re-
ceives dial tone and proceeds to key directly into the connecting system. This
methed does, however, require a larger number of digits to be dialed and burdens

the user with interpreting the differences in call handling capabilities between the
networks.

The single dial tone methed, which enables the usei to dial the full heading of
the called line immediately upon recelving dial tone, removces several disadvantages
of the double dial tone arrangements by increasing logic requirements in both sys-
tems. The single dial tone method will require either the use of exit codes or a
common numbering plan for all interconnected systems. Of these two methods, the
use of exit codes is p.eferred since a common numbering plan will make it neces-
sary for the user tc dial a2 greater number of digits on all czlls and will complicate
the administration of directory number assignments and changes.

Since the trafiic requirements for interconnecting traffic are not available at
this time, no tinal decision as to the optiraum method can be rexched. Current
plans for the Test Model call for the traffic attendant to handle interconnection
traffic as indicated by the first method described here.

A section describing the requirements for interconnection is being prepared
for inclusion in the SEP. 1t willi be available early in the eleventh quarter.

SWITCHING MATRICES

The space-division switching matrix now being developed for UNJCOM hasg been-
pre-10usly described.’ It is referred toas a single-sided, four-stage folded matrix
"and {s composed of 8-by-8 switches using four-wire ferreed crosspoints. All lines,

trunks, and other terminations are wired to one side of the matrix, and a connection
may be estabifshed as required between any two of them through eight crosspoints
and a wired junctor at the opposite side. This matrix was chosen for implementa-
tion in the Test Model because previously existing knowledge in the field of space-
division matrix design indicated that it would be aa excellent choice to meet UNICOM

J. F. Devereux, "SDS Matrix,” UNICOM Progress Report {or Seventh and Eighth
Quaryers, Vol. 11, Appendix 8G.
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. reguirements. However, more exact data on the blockirg characteristics of this

matrix were needed for engineering UNICOM switehing centers in Phases II and I1,

Analytical methods avatlable today for the determiration of blocking character-
istics of switching matrices are not power{ul enough to sield meaninglul results when
applied to matrices of thie type. Consequently, 2 new approach to the analysis was
required. The method used was a simulation technique using IBM 7090 facilities.
The program developed to do this job i3 7. new contribution to the art and will consti-
tute a valuable addition to the technical literature. The program is easy to apply,
is very flexible, and is applicable to 2 wide variety of switching matrix configura-
tions. Because the program was so successful, it was decided to make a minor ex-
tensicn ot the original objectives to compare the single-sided, four-stage folded
matrix with other matrices to see if some other solution would better suit UNICOM
needs. Very little additional effort was required to check the blocking characteris-
tics of a number of other four-stage, three-stage, and two-stage matrices.

One item of future work on the space-division matrix will be the development
of guides for detailed engineering of space-division switching matrix equipment for
Phases {I and OI of UNICOM. The number of registers, senders, and so forth, will
be determined a5 a function of switching center size and offered traffic load. Later
these results wiil be used in the detailed engineering cf UNICOM switchingz centers.
It is anticipated that the prograni developed as a part of the work accomplished will

find extensive appiication in the future. One very likely application is ir the study
of the time-division switching matrix.

SEGNALING AND SUPERVISION |

A study of three plans for signaling on digital linee has recently been com-

pieted. As a result of this work, the use of both the message {M) channei and the

supervisory (3) channel for signaling between switching centers and digital staticas
is being contemplated. The three plans that were studied and the reasons for this
ipproach are discussed below.

In the first plan studied, all signaling was confined to the S channel. Informa-
tion to be transmitted was coded in four-bit groups. Since the four-bit groups per-
mit only 16 signzals to be transmitted, the code structure was expanded to take ad-
vantage of specified heading sequences and also to use "shift” signals analogous to
the "upper-case - lower-case™ signals used with teletypewriters. Error protection
was provided by transmitting each four-bit character twice, in successive frames.

In the second plan, signaling was alsc confined to the S channel. However,
information to be transmitted was coded in eight-bit groups. Therefore, this plan
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required a {raming stricture which covered twice the interval presently being con-
sidered for UNICOM. Error protection was obtained by using one of the eight bits
as a parity bit and by "'gpacing' the useful codes within the 128 that remained so
that the probability of misinterpreting codes in the presence of noise was consider-
ably reduced. Since more codes were available, neither sequencing nor shifting
were required in this plan,

In the third plan, both the S channel and the M channel were used for signaling.
In general, the S channel was used only for supervision and for information that had
to be transmitted in the precence of messages. Call heading and other information
was transmitted in the M channel. Informztion was coded in eight-bit characters on
the M channel and it was assumed that one of these characters could be transmitted
in the eight bite Immediately following any subirame pulse. Inthe S chanrel, four-
bit characters were assumed to be sent twice as in the first plan. Again, aeither
sequencing nor shifting were required.

Table 3-1 shows a comparison of the three plans. The first part of the table
briefly sumsmarizes the plans and shows the number of signals that were provided
in each. The extra code required in Plan ! in the direction toward the switching
office was one of the shift siznals referred to previously. In this plan, only four
spare codes were available in contrast to the greater numbers shown for Plans XX
and IIX. Although modification of Plan I, to provide more shift codes or to permit
muitiple shifts, might produce a few more spares, the plan as it stands has little
room for future expansion. As the table shows, both Plans I and DI have consider-
ably roue unassigned codes availabie for future use.

In Fable 3-1, staticn complexity is compared only in reiative terms. The
figures were derived from estimates of the circuits required in the logic and switch-
ing portions of the station auxiliary equipment. Key generators, voceders, modems,
and the like, were not included, nor were the station control sets. Since the figures
shown are only estimates, they are subject to error, which might easily overshadow
the small differences that are indicated.

At the gwitching center end, the principal differences among the three plans
arise in the S-bit assembler and in the framing circuits. Plans I and I both re-
quire modified S-bit agsemblers. In addition, Plan O requires a framing structure
{wice the length of that used in the other plans, and therefore some increase in re-~
framing circuitry is required to maintain reframing intervals of about the same
duraticn as obtained with Plans I and III. The cost differences at the switching cen-
ter are, of course, diiuted in proportion to the number of lines served by the equip-
ment.

Another aspect of comparison among the plans is the speed with which each
can transmit a one-digit destination code. As discussed earlier, Pian [ uses four
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8 bits pér character and repeats each code. Since there are fcur S bits in each
frame, this means that at least two frame-times are required to transamit a cne-
digit code. At 2.55 kbps, two frames "5t 107 ms. However, the user may rnot
press the button just at the begianing of 1 frame, and it may take as much as a full
frame to b~zin transmission of the Gi~'*. This leads to a maximum time cf three

frames, or 160 ms. On the average, 2-1/2 frame-times, or 134 ms, would te re-
quired.

In Plan I, eight S bits are required for euch charanter. Since characters are
not repeated, the minimum time for this plsn s the same as for Plan I — 107 ms.
However, the maximum time is longer, since it m2y be necessary tc wait an addi-
tional two finmes before the digit can be transmitted. The maximuxn dme would

thus correspord to four full frames, o- 214 s, On the average, three frame-~times,
or 160 ms, will be required.

Plwi III is considerably faster tham =itaer of the other two. The eight-bit digit
codes are sent in the message channel and require only half of a subframe, or sbout
3 ms, for actual transmission. It may be necessary to wait a full subfrzine before
transmission can begin, however, so that the maximium time to transmit a one-digit

code would be 10 ms. On the average, one subframe, cr about 7 ms, <7ll ke re-
quired. )

Several recent investigations of subscriber keying perfocrmance were studied
in an 2ffort to define requirements on signai.ng speeds. These studies shed some
light on speed requirements, and although they are not directly applicable to the
UNICCM case, they indicate that about 1 percent of wull calls might have consecutive
digits diaied in less than 150 ms. On this basis, Plan I {s marginal, at best, while
Plan If is unaccepiable. Plan IT has margin to spare.

It would be possible to improve the performance of Plans I and I if sufficient
buffer storage were provided at each station to accept e information at the rate

it is generated and lo transmit it at the rate obtainable with each plan. However, it
appears that in the case of Plan 1T, the cost of extra buffer storage will more than

offset the small cost difference between it and Plan III.  On this basis, and because

. it_requirés the special double frame, consideration of Plan II was discontinued.

Plan Il is more dzsirabl= than Plan I for the following reasons:

{1j There is a great deal more room for growth in the code structure of
Plan [T than of Plan I. This is 2specially important in a rew system in.
which all of the required customer services may uct be known until long
after the first installaticns nave %een made.
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(2} Plan IOIis significantly faster than Plan I. Whiie this is important to the
user, it may be even more Important to fast automatic machines. In any

case, It seems especially desirable to provide more than simply "adequate™
spaad in a brand new system.

(3) Tae ability in Plan I to signal in tie M channel should be extremely valu-
able in making maintenance and security checks.

(4) The switching center equipment used for signaling for lines and trunks
using Plan I would be similar.

(5) The difference in cost between Plans I and III is negligible.

During this quarter, effort was also applied to signaling on digital trunks. As
discussed in the ninth quarterly report, studies indicate that the message channel
must be used for digital trunk signaling, on those trunk groups lacking a 1. 2-kbps
S channel, if the speed-of-service requirement for Category I traffic is to be satis-
fied. During the ninth quarter, a number of signaling plans using the message chan-
nel were examined on the basis of their ability to meet the Category I speed require-
ment under error-free, ncn-blocking conditions. Several of the plans were found
to be satisfactory. However, the fastest connection set-up time, 1.3 seconds, was
found to be obtained when call-wire operation is used; i.e., when one trunk between
switching centers is assigned to handling signaling exchanges exclusively. The
other methods, all of which involve only part-time use of the message channels of
individual trunks {for transmitting and receiving headings), had connection set-up
times ranging from 4 to 6 seconds. While the call-wire method was fastest, the
full-time allocation of a trunk for this purpose cannot be justified in UNICOM since

a1l traffic estimates to date indicate that such a channel would have very low eccu-
pancy.

During the tenth quarter, plans for signaling between switching centers were

studied further and the {ollowing plan is being recommended for consideration for
UNICGM.

(1) Normalily, one trunk of a group between switching centers will be set up
and designated as the signaling trunk. It will handle all heading transfers
between those switching centers and will also carry almost all other inter-
switching center signaling. One exception is the transmission of sigrals
used for supervising the individual trunks which wiil be handled via the
individual S channels on the trunks. A trunk set up as a signaling trunk
between offices will not be disconnected from the signaling registers until
it is the last available trunk ir the group and is needed for handling « call.
At this tine, after handling the signaling pertaining to that call, it will
then be used as a normal message faf:hity. The first trunk in the rroup
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to become idle after this occurs will be established as the new signaling
trunk between those switching centers. More than one trunk may be a3-

signed to inter-switching center signaling if this is required, as long as .
it does not Interfere with the handling of tralfic.

(2) Where a 1.2-kbps & channel exi«'3 b:iveen switcring centers, it will b
used as a call-wire to handle al! signaling between those switching centers
during times that all message channels are busy.

This plan for inter-switching center signaling, in most instances, will have a
connection set-up time of 1.3 seconds or less. Furthermore, transmission capacity
is not “wasted.” In the most critical case, that in which an ROW call encounters all
trunks busy at each switching center in a nine-link connection and none of the nine
have a 1.2-kbps S channel, a signaling trunk would have to be established using pre-
emption at each switching center. The total connection setup time would be in the
4- to 6-second range referred to earlier. However, even in this highly improbable
situation, the speed would be acceptable under good transmission conditions. In the

majority of cases the connection set-up time would probably be less than 1.3 sec-
onds.

CENTRAL PROCESSOR
Maintenance Guideline

Work was completed during the quarter on an initial issue of a maintenance
and reliability guideline 7..r UNICOM. It is well known that maintenance costs of
complex electrinic equipment operating in the military establishment are high and,
in fact, that these costs over a period of years often exceed the original cost of the
equipment itself. An objective of the work on maintenance and reliability is to
minimize these costs. Although these lower costs may not be observable until the
maintenance effort required for the system in actual operation is evaluated, it is
recessary that maintenance and reliability considerations influerce the design of

the Test Mode! at this time in order that the model be as close to prototype as
possible.

UNICOM must be a very reliable and maintainable system and must allow
essentially zero down time. The material contained in Appsndix 3A furnishes a
guideline for reliability and mainiainability of UNICOM and presents some desir-
able objectives in these areas. It contains definitions of reliability, maintainability,
system down time, station down time, error, fault as they apply to UNICOM. It
presents objectives for reliability, fault detection and diagnosis, and repair time.

It points out the various factors to be considered in the design of'the switching




center equipment, Including equipment design factors, prcgram, design factors,
system design factors, and security aspects ol maintenance. '

Further work on maintenance will b-e required throughout the contract period
to expand this guideline. Major emphasis of the work thus far has been on the
mintenance of the switching center equinment. Futura work will be expanded in

scupe to furr~ish guidelines for other areas such as transmission and staticn equip-
ment.

STORE AND FORWARD OPERATION

During the tenth quarter systems engineering effort has been directed prima-
rily toward specifying additional details of the operating requirements for store and
forward (S/F) message handling. This delail is needed to guide the preparation of
programming specifications for the central processor S/F operations, and to achieve
a reasonable design balance between hardware and programs. Some of the require-

ments which have been established are reported below. These and others will be
made a part of the SEP.

Tape Files

When the drum system approaches capacity, complete messages with the new-

est filing time and lowest priority will be unloaded from the drum to the overflow
- tape. When the system is emerging f;'om an overflow condition, messages which
were retained on the drum can be sent faster than those which overflowed onto tape
because of the time required for tape search. Therefore, it will be desirable to
send from the drum first those messoges which did not overflow. AMeanwhile, the
drum will be refilled from overilow tape. Also, old messages should Le sent before

_new ones of the same precedence, as it is unddsirable to receive newer messages
" before the older ones if the text refers to the same subject matter.

Transfer of messages to overflow tape as described above occurs only when
the system approaches capacity. Inaddition, two tape entries are made for each™
normal store and forward message handled. One of these is the recording of mes-
sage text on the permanent file tape and the other is the entry on a journal tape of
the complete record of how each message was handled. Transfer of messages to
permanent file will be made before entry of the transfer record is made on the
journal tape. Except on high precedence calls, this transfer is also made before
sending the message out on a trunk or line.. When the transfer has been made, a
time stamp will be entered in the call slot of the call store. The call slot also con-
tains heading information, originating subscriber number, filing time, and message
- number. Transfer of the call store information to the journal file will be made as
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early as practicable in the message processing sequence. Fov purposes of message
retrieval, a label on the tape ree! supplemented by a manual index entry specilies
the time spanned by that particuiar reel. Thus a particuiar reel van be identifiad.
The reel would be placed on an active tape machine and a high-speed forward search
made for the message number. Entries i the journal file tape will be m1de for S/F
messages only and an entry will be made only once for each message alter delivery
to all lines or trunks for whick the switching center is responsible. The jcurnal
file entry shall contain at least the message heading, the date and time at which the
text is stored in the S/F permanent reference [ile, the UNICOM reference number
used to retrieve the text, and Allied Communication Publications {ACP) 127 mes-
sage channel numbers if they are used.

Message Blocks

In transferring a message from one S/F unit to arosther in a different switch-
ing center, the originating central processor will signal the number of blocks to be
transmitted along with the message heading and other supervisory information. By
comparing the intended number of blocks with those actually received or frand in
error at the receiving S/F unit, the central processor can more readily insure that
parts of messages are neither list nor associated with the wrong message.

The number of repeated attempts that the switching center performs on a mes-
sage must be limited to prevent excessive repetition from overloading facilities.
The limit is stored in the central processor memory and is alteraile by local super~
visory control procednres. No specific number of attempts has beep established,

but this wili be done as more information on error performance of transmission
facilities becomes available.

Manual Intervention

Requirements for central processor actions to provide administrative print-
outs are being specified. For example, if a message is not delivered in the time
specilied in SCL-4083A, it is proposed to print out on the traffic attendant’s printer
pertinent message data from the message processing (MP} slots. This information
will include message identification including reference numbers, orviginating sub-
scriber identity, and the reason for failure of the most recent attempt to deliver
the message automatically., This will allow the action taker by the attendant to be
guided by lmowledge of the current status of the network, zs well as by information
regarding the particular message. Examples of such reasons for failur2 to aute-

matically deliver messages are destinatior busy and destination on unattended sta-
tus.
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Repeated printouts of this information will occur at designated times for mes-
8a7es that “ave been left in the storage. ‘The designated times will be stored in the
pe.aanent cact ¢f the central processor memory ané w'll be alterable by marual
contsel procedures. The centrzl processor is expected ic continue its attempt to
de' er mes3ay?s that have timed out in this manner.

The attendant's console will provide a feature that enables the attendant !
redirect the message by uahiyg the setrieval process to prepare a newly addressed
message, He should also be wble to cancel the message that cannot be delivered
s0 that the heading is cleared from the call store slois and s2it to the journal file.

When an undeliverable message has been printed out 1or display to an atten-
dant, facilitizs will be provided to allow new headings to be intrcduced from the
operating console. Messages can thus be rerouted by the operating persornel in
accordance with prescribed administrative procedure. Whes conditions waryant
that subseaquent ressages should also be rerouted, changes can also be made quickly
in tae routing direciory so that unnecessary priatouts can be avoidad.

To prevant burdening transmission lacilities with misdirected messages, head-
ing legality c'iecks will be made prior to transmission of an S/F message. Mes-
sages which contain varaat code or non-valid address codes will therefore usually
remain in storage at the originating office until correction is made by the traffic
sttendant with or without the aid of the crig.naling sabscriber. Other mismatches,
such as those which exceed the security authorization of the originator, will be de-
tected at the originating office.

tdessage Truffic Measurements

Traffic measvrement daa pertinent to the S/F message«3 have been specified
in detail and will be included in Section 5.5.17 of the SEP. The zrrangemen(s
recommended permit deterciration cf the amounnt of traffic, traffic flow, grade of
service renderea, load usage of trunk groups for active aaministrative purposes
ancd serve as 2 basis for engineering of {uture additions. Tralfic measurements Te-
quirements are discuissad mare fully in this section uider Switching Requirement.;
and Method of Operatiun, Line Concenisators and Switching Requiremaents.

Teletypewriter Converlers

When a 100-word-per-minute teletypewriter is used at a UNICOM station,
its output will mmodulate the 2.4-kbps or the 38.4-hbps signal to the switching cen-
er at an average rote of 74.2 ops. For store and forward operation, a converter
is required between the time~division switch and the stor2 and forward unit to
resognize the sturt element, and {urnish sa.npling pulses to the store and forward
unit. Reguirements for the design of these converters have been formuiated. They
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will iécuratgly convert 74.2-Lys signals which have sullered as much a3 40 per-
cent distortion, Converters will be arranged so that 2.4-kbps five-unit code printed

narrative (PN) stations can exchange messages with 74.2-bps sta’lons via the' S/F
units. ' -

Store and Forward Traffic Routing

To insure that the central processor memory organization and program struc-
ture include provision for tables and programs necessary {o route S/F trafficin a
manner which may be different from that used for direct traffic, some principles
of S/F traffic routing have been established.

Substantial differences will exist between the Test Model and field installa-
tion in regard to routing procedures. These differences are largely due to the fact
that routing in a single switching center must be simulated by assigning different
office identities to various terminals in the same physical office. This will require
lcoping back of transmission facilities. The exact routing rules utilized at a par-
ticular center will depend largely on the environment of that center. Therefore,
general principles must be set down waich will allow programming effort to pro-
ceed and which will still be flex‘ble enough to ¢over the variations we can reason-
ably expect to meet in the field installation. It is desirable that tbe Test Model be

able to demonstrate the handling of S/F ¢alls with up to five addresses by the follow-
ing three methods: :

{1) Simultaneous seizure of {ive station«
" (2) Automatic conversion to five single address messages

(3) Extraction of two or three local addresses for handling by method (1)
or {2) and forwarding the remainder to other S/F units.

The use of one or all of these methods at a field installation wiil depend npon the
position of the switching center in the network, the facility layout serving the switch-
ing center in terms of geographical distribution of subscribers and other switching
centers, and the nature of the message a3 to priority, destination, and mode. In

addition, a method of intermixing direct and S§/F calls on the same trunks will be
used.

One of the principles which should guide the formulation of specific routing
rules for a given switching center is the avoidance of extensive use of tandem stor-
age in view of economic and operational penaities in the amount of storage required
and in switching time. Low precedence messages, however, should be tandem
storet where necessary in order to concentrate the load in s larger switching cen-
ter where high-speed facilities are available and the S/F traffic is intermixed with_

direct traffic over these facilities. This will lead to an increase in the efficienc;
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of the trunk groups and will reduce the relative percentage of time cccupied by
switching and signaling functions. The general rule for higher precedence trafiic

iz that speed of service is paramount and a2 message should be advanced as far as
rossible through the network with the minimum tandem storage on the iirst attempt.

By defisition, S/F messages will be handled on, ard engineered for, 2 delay
basis. Therefore, they should be restricted to a single primary route with one or
more emergency alternates. One of the functions of the system supervisor will be
to make routing changes of this nature. In locations where trunk layout is severely
limited, it will be necessary to allow S/F Categories I and I calls to automatically
alternate route in order to meet speed of service objectives.

PROGRAM FOR THE NEXT INTERVAL

Work planned in the switching and signaling area during the eleventh quarter
includes the following items. The output of this work will be primarily in the form
of revisions to the SEP.

(1) Continuation of the detailing of the metkod of operation for various types
of cails

{2) Further detailing of the design of a digital line concentrator applicable -
to UNICOM

(3) Specification of additional switching and signaling requirements and
methods {or interconnecting hetween UNICOM and other systems

(4) Further definition of requirements for automatic restoral of allocated
circuits

(5) Completion of the analysis of the traffic handling capability of the space-
division matrix

{6) Appraisal of the traffic handling capabilities of the time-division switch

{T) Resolution of the method for switching and muitiplexing 652.8-kbps data
in the switching center anc of multiplexing 40. 8 and 2. 55 Kkbps

{€) Resolution of the requirements {or and methods of signaling on analog
lines and trunis

{9) Investigation of methods for digital signaling over degraded transmission *
facilities

(10) Continuation of maintenance and retiability planning to include the role

of the central processor in the test and maintenance of circuits which
connect to it




{11) Determination of the requirements for communicating between ceniral

processors in differant 3.4%iching canlers In carrying out service channel
functions

(12) "Evaluaticn of vaclous methods for exchanging information between the
8/ ¢ rindules and the central  -scessue

{13) Analysis of the security fealures and capabilities of the §/F units

(14) Specification of the requirements for message block identification on
Interchanges of S/F messages between switching centers.
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SECTION 4 _ :
TP.ANSMISSION AND STATIONS ‘

Progress on the transmission subsystem is reported in the followiag catego-
ries: tramsmission eagineering, transmission facilities, and digital signal convert-

ers. A discussion of station engineering is coverzd under digital staiions, analog
stations, ard ancillary devices,

TRANSMISSICN ENGINEERING

' Digital Lines

Work has continued on the problem of transmitting 2. 55 kbps over long trunks
which include land }ines and 3-k¢ submarine cable channels. Delay and attepuation
distortions of submarine cable channel filters have been measured. BaSei oo these
measurements, a 10 to 1 reduction in delay distortion is required on the submarine
cable link of a comtined land-line — submarine-cable trunk with the carrier at
1512.5 cps. With the carrier shifted to 1700 cps, only 2 5§ to 1 reduction is needed
on the submarine cable link. The latter is to be preferred because desigy of 2 pre-

scription equalizer to give a 10 to 1 reduction is complicated by variationg from chan-
nel to channel in characteristics.

Intercoanectsn to Other Systems

Transmission aspects of interconnection between UNICOM and Switched Cir-
cuit Automatic Network (SCAN) have been considered. These are strzightforward -
for veice, teletypewriter, and analog signals. Tonsideration is now being given to
other modes of transmission such as data and vocoder speech signals which may re-
quire interconnection betweea SCAN and UNICOM. This will assist in the solutioa
of problems of interconnection with other military networks. A problem with vocod-

ers operuted {from voice signals supplied by interconrecting systems is mentioned
under vocoders in the discussion of Digital Signal Couverters.

TRANSMISSION FACILITIES
Modulation Studies

The expected performance of the four-phase, single-carrier data modem
chosen for use in the Test Model has been examined in the presence of envelope
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Figure 4~1. Four-Phase Data Modem Ferformance
in Presence of Delay Distortion

delay distortion. Experimental measurements and theoretical calenlations have been
made. The results are shown in Figure 4-1. The reduction in tolerance to noise is
a measure of the required increase in signat in the presence of envelope delay dis-
tortion to retain the same error rate as that which occurs with no delay distortion.

The measurements and calculations are based un a parabolic curve of eave-
lope delay versus frequency with & minimum delay at the carrier frequency { c and
delay distortion D at frequencies of 1 ¢ * P. where p is the pulse rate or one half the
bit rate. The calculations assume 2 raised cosire pulse spectrum at the data modem
demodulator input, with maximum energy at { c and zero energy at{ P

The measured and calculated results agree closely, and show appreciably
more delay tolerance than tnaw reported for four-phase modulation in the Test Model
System Engineering Plan of 31 October 1960. With delay distortion at the edge of
the band equal to twice the pulse duration, the present estimate of the reduction in
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tolerance to noise is 4,8 db, compared with 9.4 db previously reported. The diffar-
ence i3 partly attributed to a revision in calculations and partly to a small auzerior-
ity of perlormance in th: method of modulation, which utilizes phase shi{ts of +45°
and £135° (presently assumed), instead of 0, £90°, and 180° (on whizh the 9.4-¢b
figure was based).

Digital Lines

—_— e

Some results have been obtained from a program of calcylations of perform-
ance of the 2, 55-kbps, {our-phase diffzrential detection data modem in the presence
of delay and amplitude distortion. The assumed delay characteristics are based on
two modifications of a line characteristic offered by the Bell System, Schedule 4C,
as shown in Table 4-1.

Table 4-1
MODIFIED 4C DELAY CHARACTERISTICS

Frequency Band (cps)

Delay Relative Scheduie 4C (for
to Minimum (ysec) reference only) Characteristic A* Characteristic Bf
<300 1000-2600 1200-2600 1200-2450
<500 800-2800 1000-2800 1000-2650
<750 - 900-2900 900-2750
<1500 600-3000 800-3000 800-2850

sCharacteristic A is Schedule 4C modified to be 200 cps more lenient (less band-
width) at the low end.

tCharacteristic B is characteristic A further modified to be 150 cps more lenient
at the high end.

The results are stated in terms of reduction in noise margin relative to the
performance gver a lin® with a flat amplitude response and with delay distortion less
than 100 microseconds, both over a band 2. 55 kbps wide centered about the carrier
frequency 1912.5 cps.

With flat delay distortion (less .:za 100 microseconds) the reduction in toler-

ance to noise varies from 0 db to 1 db as the flat (loss) band is narrewed from a
width of 2550 cps to 1700 cps.

With delay distortion characteristic A, the noise margin impairment increases
fro.m 1.5 db to 3.5 db {for flat amplitude respense over bands from 2550 cps down to

1490 cps in width. Similar computations were not made for delay distortion charac-
teristic B.
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The abdve results were obtalned with fat amplitude response, When, how-
ever, an amplitude response which contains a 4-db ripple over the band {rom 500 to
.3000 cps is combined with delay distortion, the reductions in tolerance to noise are
2, 4, and 8 db for ftal, A, and B delay characteristics, respectively.

Similarly, an amplitude response with ! b ~icge from 833 to 3000 cps gives i

noise penaltics of 1.5, 3, and 6 do, respectively, for flat, A, and B delay charac-
teristics.

The results to date indicate that is important to minimize ripple and slope in

the loss characteristic, particularly in the presence of poor delay characteristics.

. However, while these latter results are pessimistic, the computations of the effect
of narrowing the band when the amplitude variations are smali hold out the hope that

narrowing the response band may make it possible to restrict the band over which
delay distortion is critical.

Tropospheric Scatter Radio

The effect of aircraft flying through a tropospheric scatter radic beam has been
studied in considerable detail. Calculations have been made for an assumed aircraft
at various altitudes and for troposcatter systems of two lengths, using frequencies

of 2 kmc and 4 kmc, and antenna diameters of 10, 15, and 20 feet. There has been
" some concern that a properly situated aircraft could create a transmission path of
less lass than the tropo path and sufficiently different in delay to cause loss uf syn-

chronization of UNICOM digital transmission when a transition is made from one
path to another,

An aircraft provides a transmission path by two mod<s: specular reflection

and scattering. The ratios of received signal power for each of these modes to the

éignal received over the troposcatter path are plotted versus aircraft height in Fig-
“ures 4-2 and 4-3, for assumed radio frequencies of 2 kmc and 4 kmc. The path

length is assumed to be 100 miles and the antenna diameter 15 feet. The aircraift is

assumed to be directly above the line {rom transmitter to receiver and to be flying -

horizontally across the tropo beam. The delay of the aircraft transmission path rel-

ative to the tropo bath is also plotted. :

At 652. 8 kbps the pulse duration is 1. 53 microseconds; thus a change in trans-
mission time of 0.5 microsecond, caused by the aircraft path taking control {rom
the tropo path, may cause loss of synchronization of the UNICOM digital transmis-
sion. This relative delay exists when a plane is at an altitude of 10,000 feet in the
examples assumed. At this altitude, with a radio frequency of 2 kmc, _the reflected
path signal is 16 db below the tropo signal and the scattered path signal is 36 db
down. At 4 kinc the correéponding numbers are 30 db and 55 db. A reduction in the
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tropo si__gﬁal of 40 db at 2 kmc as a result of fading ard seasonal variation in loss
would allow elthsr aireraft path to dominate and cause loss of synchronization.

However, such a combination of circumstances is unlikely to occur very cften.
Results for other values of the parameters are comparable. Thus the calcuhlidns
reveal that UNICOM transmissiun at 852, 8 kbps will lose synchrenizatioa for lhis
reason very infrequently.

Data Test Analysis

Analysis of test results of an AT&T-IBM data transmission program at 2 kbps
has just been started, and a report will be issued in the next quarter. The tests
used a four-phase modem with a design similar to that planned for the Test Model.
Data were transmitted over a commercial circuii about 3000 miles long.

‘HF Radio

Work has been started by a subcontractor on a study of the use of BHF radio cir-
cuits by UNICOM. The study will explore the feasibilily of UNICOM transmission
at 2. 55 kbps over world-wide HF circuits, and will evaluate the reliability of such
transmission. Problems will be enumerated, solutions considered, and estimates
made of capabilities of existing equipments to solve the problems. Techniques to
combat jamming will be considered. The study will culminate in recormmendations
for implementation and tests.

Variations in Delay of Transmission Media

. A limited amount of data on changes in absolute delay on carrier and micro-
wave circuits was ubtained r'ring this quarter. The principal amount of this was
for TH and TD2 micrcwave systems. Such data are needed for the design of time
buffers in digital terminating units. Delay changes fall into two categories: very
smail changes ( in the order of 50 microseconds) caused by temperature and diurnal
effects, and'very large changes {in the order of 2 milliseconds) on circuits cgntmlled
by automatic switching which causes different routes of varying lengths to be se-
‘lected. Such switching occurs on the New-Yorkste-London circuits,

Digital Terminating Units

Detailed systems engineering specifications of the digital terminating units
have been completed and have been issued in the System-Engineering Plan (SEP). -

The three types of units are:

(1) The digital terminating urit associated with switching-center-to-switching-
" center trunks handling nonmultiplexed traffic ox multiplex traffic in which
16 channels of 2. 55 kbps are multiplexed within the switching center

>
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tropo signa!l of 40 db at 2 kmc as a result of fading and seasonal variation in loss
would allow either aircralt path to dominate and cause loss of synchronization.

However, such a combination of circumstances is unlikely to occur very often.
Results for other values of the parameters are comparable. Thus the calculaticns
reveal that UNICOM transwission at 652.8 kbps will lose synchronizaticn for this
reason very infrequently.

Data Test Analysis

Analysis of test results of an AT&T-IBM data transmission program at 2 kbps
has just been started, and a report will be issued in the next quarter. The tests
used 2 four~-phase modem with a design similar to that planned for the Test Model.
Data were transmitted over a commercial circuit about 3000 miles long.

HF Radio

Work has been started by 2 subcontractor on a study of the use of HF radio cir-
cuits by UNICOM. The study will explore the feasibility of UNICOM transmission
at 2. 55 kbps over world-wide HF circuits, and will evaluate the reliability of such
transmission. Problems will be enumerated, solutions considered, and estimates
made of capabilities of existing equipments to solve the problems. Techniques to
combat jamming will be considered. The study will culminate in recommendations
for implementation and tests.

Variations in Delay of Transmission Media

A limited amcunt of data on changes in absolute delay on carrier and wicro-
wave circuits was obtained during this quarter. The principol amount of this was
for TH and TD2 microwave systems. Such data are needed for the design of time
buffers in digital terminating units. Delay changes fall into two categories: very
small changes ( in the order of 50 microseconds) caused by temperature and diurnal
effects, and very large changes (in the order of 2 milliseconds) on circuits controlled
by automatic switching whica causes different routes of varying lengths to be se~
lected. Such switching occurs on the New-York-to- London circuits.

Digital Terminating Units

Detailed systems engineering specifications of the digital terminating units
have been completed and have been issued in the System Engineering Plan (SEP).

The three types of units are:

(1) The digital terminating unit associated with switching-center -to~switching-
center trunks handling nonmultiplexed traffic or multiplex traffic in which
18 channeis of 2. 55 kbps are multiplexed within the switching center
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(2) The digital terminating unit associated with the switching center termna-
tion of subsciiber lines )

(3) The digital terminating unit associated with the subscriber's station equip-
ment.

The options provided witnin these units are:

(1) Operational capability with any selected transmission bit rale between
9 bps and 40.8 kbps for any of the units or at 652.8 kbps. The bit rates
without graceful degradation wiil be 2. 55 kbps, 40.8 kbps, or 652.8 kbps.
With degradation, it is expected that these bit rates might be recuced by
factors of 2, 4, 8, 16, 32, ...

(2) Operation with security equipraent.

(3) Operation with rate buffers of either of two capacities, one having a capac-
ity of about 25 bits for nonsatellite trunks or lines and the other having a
much larger capacity, unspecified at present, for satellite trunks or lines.

(4) Indication of abnorma: operation of the modems or digital terminating

units; decryption failures, and transmission errors as detected by parity
error checks.

DIGITAL SIGNAL CONvERTERS
Log-Differential Pulse-Code Modulation

The study of the problem of synchronizing between transmitting and receiving
pulse-code odulation {PCM) converters has been completed during this period. It
is reported ip detail in Appendix 4A of this report. The generail conclusion reached

is that the method proposed will give very rapid synchronization even during the
presence of gpeech.

The study by computer.simulation of transmission of facsimile by differential
coding has yielded preliminary conclusions. These indicate that such a method
should be feagible with the log-differential coder if removal of the effect of trans-
mission errors within one facsimile scan line is acceptable. If not, and if removal
of such errors is required within a few picture elements, then a change from the
log scale to a more nearly linear scale appears necessary. Completion of this work
and a report on results is expected during the eleventh quarter.

Vocoder

The experimental study to deterraine the feasibility of operating vocoders from
standard teicphone ciccuits has been cortinued. The emphasis during this perind
has been on the investigation of the simpler methods which are based on detection
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and maasursment of t'he furndamental envelope wave. It i3 concluded that aithough
these methods resuit In adequate intellizibility, the voceder voice quality wiil be im-
paired.” Work has now begun to investigate and compare more complex methods, in

. particular one based on harmcnic identification. A completed report on this work
is expected (0" be available at the end of the eleventh guarter,

Facsimile

In connection with the plan for transmitting facsimile at 2.4 and 38. 4 kbps,
described under the paragraph on Station Engineering and in Appendix 4B of this re-
port; 2 brief study was made of the implications with respect to the standard PCM
transmission as originally proposed for the Test Model. The conclusions zre that
the same general prineciples will be carried over to the new rates. Furthermore,
if black-and-white transmission by either one or two digits per sample is found to
be desirable, the same basic PCM equipment with mcedification or suitable optional
arrangements can be used. I two-digit samples ire necessary, the word synchro-
nization can be based on the same principle as assumed for six-bit words. If one-
digit samples suffice, there is no word-syachrogization problem.

STATION ENGINEERING
Digiial Statior Engineering

Sy;items engineering specifications for three types-of subzeriber control sets,
and the assoeiated station logic unit have been revised as required by the Iatest view
of user-ceed requirements. The revised specifications of the station logic unit and

of the subscriber control set will be issued as 2 revision of the draft SEP in the
eleventh quarter,

"The three types of suhscriber control sets provided are:

{1) Subscriber set for telephone service only with and without secretarial
service

{2) Subscriber set for ancillary devices witi keyed heading operation (that is,
operation of keys oa the subscriber set to supply heading information)

(3) Subscriber set for ancillary devices without keyed heading operztion (that
is, all or most of the heading information contained within the message).

The features provided within these subscriber sats or associated station logic,
units are:

(1) Operation with one to ten ancillary devices, some of- which may be tele-
phone sets. A subscriber control set will be used to control each ancillary
device but one control set may serve as many 3s four ancillary devices.
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(2) Operation whereby if a vocoder or 2 PCM converter is required for the

call it will be switched in when the connecticn is established and held un-
til completion of the call.

Ancillary Bevice Engine- ring

The two types of ancillary equipments under active consideration at present
are high-speed teletypewriter equipment and facsimile terminals.

A revised plan has been completed for application of facsimile in the UNICOM
System. The plan includes terminals operating at 2.4~ and 38.4-kbps rates, but
none at 9.6 kbps. It is described in more detail in Appendix 4B. Briefly, this plan
includes the possibility of connection io analog facsimile, the transmission of essen~
tially black-and-white material at increased speeds, and the transmission of signals

from types of facsimile units other than the modified AN/GXC -4 selected for the
Test Model.

A study of the best techniques to be utilized for transmission of essentially
black-and-white facsimile material has been continued. These include the possible
use of clamping on the background amplitude and signal-element stretching for nar-

row picture elements. Testing of these principles is cxpected to be cacried out in
the e'eventh quarter.

PROGRAM FOR THE NEXT INTERVAL

Work planned for the transmission subsystem for the eleventh quarter includes
the foliowing items:

(1) Continved study, including computer calculations, resulting n specific
recommendations Jor methods of transmitting at 2. 55 kbps over combined
land-line ~ submarine-cable tiunks

{2) Determination of the specific features and arranjements reQuired to sup-
pott communication modes upon clarification of the modes required for
interconnections betweer. UNICOM and other systers

(3) Study of delay and amplitude equalization of military communication facil-
ities, and consideration of need fo- frequency-translating circuits

(4) Con‘inued caiculations of performance of the 2.55-kbps, four-phase modem
in the presence of delay and amplitade distortion, with the objective of
arriving at minimum facility specifications for 2.55-kbps and 40, 8-kbps
transmission
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(5) Completion of a detailed report on the effect of delay distortion on the per-
formance of the four-phase modem with narrowing of the amplitude re-
gponse frequency band

{6) Completion of a detailed report on a theoretical study of possible interfer-
ence to uNICOM digital transmission over tropospheric scatter radio sys-
tems from alrcraft flying through their beam

(7) Completion of the analysis of the BTL-IBM 2. 0-kbps transmission tests,
and continuation of monitoring of other data transmission test programsg
which are of interest to UNICOM

{8) Continuation of monitoring and reporting on the progress of the HF study

(9) Continued enginecring of digital terminating units to determine the require-

ments and desirability of other features such as:

(a) Features specifically provided for fixed delay subscriber lines

(b) Features required for degraded operation

{c) Features required for multiplexing on a 652.8-kbps transmission
facility

(d) Features required for transmitting abnormal or trouble condition in-
dications asseociated with the receive side of the station equipment to
the switching office

{10) Completion of and reporting on experimental studies by computer simula-~
tion on facsimile transmissica by differential PCM

{11) Completion of and reporting on experimental studies by computer simula-~
tion of the use of different compression ratios and of frequency equaliza-
tlon for speech transmission by log-differential PCM

{2} Study of vocoder operation at lowered bit rates
(13) Stucy of possible conferencing arrangements for vocoders

{14) Continuation of the study of voceder pitch extraction when the vocoder is
connzcted to siandard telephone instruments and lines.

Statior engineering work planned for the eleventh quarter includes the follow-~
ing:

{1) Issuve a revised specification of the subscriber control set system require-
ments

{23 Continue worx tc determine the physical features and layout of the sub-
scriber control set lamp displays, key buttons, and audible tones where
these affect {ne human engineering aspects ’
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(3) Start work to determine the engineering features sequired for subscriter
sets with new uger requirements such as multimode operation, hold cper-
‘ation, and.conference operation

(4) Start work to determine the engineering fe.tures required for degraded
Opera-‘..luﬂ

{5) Start work to determine the simplified station logic unit whea associated
with very short subscriber lines (that is, a few hundred feet), and when
located in the same secure area as the switching center

(6) Start work to specify the sequence of operations for various ancillary
devices

(7) Issue a preliminary engineering plan for the analog station and start work
on the detailed system engineering specifications of the analog station

(8) " Continue work on the specification of requirements for the high-speed
teletypewriter equipment

(9) Study problems relating to black-and-white facsimile transmission, in-
cluding the testing of the basis for digitizing the signals.
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SECTION 5
SYSTEM TESTS AND SYSTEM STANDARDS

During the tenth quarter, effort in this area has been directed toward (1) early
work on the Test Model test plan, (2) preparatory work on certain transmission sub-
system engineerinyg tests to be initiated before the Test Model is completed, and
(3) two tasks involving preparation of military communication system standards.

TEST MODEL TEST ¥LAN

I'he Test Modn! test plan will describe the program of over-ail Test Model
system evaluation tests to be performed during the latter part of 1963 after instal-
lation and subsystem testiny. The plan is to be completed at the end of 1962. As
stated in the Progress Raoport ‘or the Ninth Quarter. the objeciives have been ce-
fined, a t2st plan outline has bee:, written, and the principal operating modes and
service conditioas have been listed. Lmphasis is being placed on test objectives

and procedures that will heip to evaluate the over-all performance of the complete
fysiem.

TRANSMISSION SUBSYSTEM ENGINEERING TESTS (PRE-TEST MODEL)

System engineering tests will be initiated during the period before the Test
Model is available where such tests are heipful in reaching systems planning deci-
sions. For example, certain tests are desirable to give early demonstrations of
feasibility and others to produce quantitative information needed about the perform-
ance parameters of UNICOM equipments and line facilities.

The tests now planned deal with the transmission subsystems. It is expected
that tests of user reactions to station arrangements will be pianned later, as men-~
tioned in Section 1. The transmission tests have the general objectives of (1) evalu-
ating UNICOM signal processing techniques, and (2) measuring and defining the per-
formance of UNICOM digital terminal equipments as units and in conjunction with

existing types of telephone lines. The following five test areas and the correspond-
ing test objectives have been defined:
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(1) 40.8-kbps dizital transmission tests
{2) 2.55-kbps digital transmission tests
(3) Facsimile experiments

(4} Vocclad sneech tes*s

(5) Log-differential encoding tests.

Early planning or experimental effort has been directed toward each of these
areas. The efiort will continue and, in some cases, extend into the Test Model test
period. In addition to the areas listed above, transmission tests at 652.8 kbps are
desirable and consideration has been given to possible test arrangements, including
the use of an AN/GRC-66 tropospheric scatter radio link.

Digital Transmission Tests

The primary objectives of the digital transmission tests are to gain as much
infor m as practical on the following:

(1) Modem characterization; i.r., determine performance in the presence of
simulated interference and distortion; for example, the error rate as a
function of signal-to-random-noise ratio

(2) Order of magnitude of the error rate of data transmitted over real trans-
mission facilities

(3) Distributions of both burst lengths and error-free intervals for data trans- -
mitted over real transmission facilities '

(4) Order of magnitude of envelope delay and attenuation distortion that can

be expected after prescription equalization of multilink combinations of
different facilities.

Data of this nature will be taken over Test Mcdzl transmission facilities. In the
case of 40.8 kbps, additional tests will be made over a yet undeierniined limited

number of additional commercial facilities chosen to meet objectives (2) through
(4) above. )

During the tenth quarter, effort in the data transmission test area was directed
to developing the first steps in four-phase data model characterization, to planning
for error recording and data reducing implementation, to procuring commercial
line facilities, and te planning for the AN/GRC-66 tropo radio installation.

The first step taken in connection with four-phase modems was to borrow a
2.4-kbps Bell System four-phase modem, which is currently being- medified to ap-
proximate the timing recovery scheme that the Test Model modem design will in-
clude. This modified equipment will be characterized during the next quarter. The
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characterization of final UNICOM designs ¥ill, of course, have to await delivery of
" the first models. Tests are tentatively scheduled for the third quarter of 1962.

Planning {or error recording and data reduction will culminate dhring the eley-
enth quarter in a decision as to the extent of errcr instrumentation to be imgple-
ment2d. As rveported for the ninth quarter, the p.:sent arrangements only provnae’
for recording errors at intervals of 0.2 second. The primary objective of the study
is to compare the cost of (1) utilizing a special or general purpose computer for data
reduction and assoclated real-time bit-by-bit ecror recording instrumentation, with
the cost of (2) implementing special purpose equipment that would reduce the test
data as it is obtained. In (2), the equipment might automatically provide burst-
length distribution in bar graph form. Clearly, (1) is more flexible because 2ll er-
rors are recorded in their real time occurrence and a permanent record of the de-
tailed test results is obtained. However, it may not be practical to record data on
a bit-by-bit basis at the higher bit rates. In any event, in addition to this fine~grain

error recording, it is presently planned that all tests over live transmission facili-
ties will inciude the following:

(1) Measurement of the envelope delay and attenuation characteristics
{versus frequency)

{2) Measurement of noise powei'

(3) Recérding of the received signal level including reflection of transmis-
sion dropouts ’

{(4) Recording of errors at intervais of 0.2 secoad

(5) A repetition of (4) for the ‘transmission mode provided for degraded oper-
ation, possibly with circuit equilizers removed

(5) A repetition of (4) and (5) for short test intervals where the transmitted
signal level is reduced by 6 db.

In connection with cornmercial line facilities for tests at 40.8 kbps, both dur-

ing and prior to the Test Model System test period, the following conclusions have
been reached:

{3} Leased facilities can be obtained in time to permit transmission tests as

soon as modems become ivailable, in advance of the Test Model system
test period

(2) Envelope delay and attequation equalization can be provided as part of the
leased facilities

{3) The facilities provided will accept signals modulated on a 30.6-ke
carrier.
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Facsimile Tests

Two areas of facsimile testing are plaimed. First, an evaluation will be made
of the use of one-bit or two-bit enceding for the transmi sion of black-and-white in-
formation, in order to help evaluate alternate proposals fur {acsimile transmission
as descriced in “2cilon Y. Secoud, an evsliulica will t: made o tae use of four-bit,
log-differential encoding for the facsimile transmissicn. The poimary objective in
both cases is lo disclose inherent problems that may exist and to delermine their
solutions. Thus far, a pair of AN/TXC-1 lacsimile sets have been set up in the lab-
oratory to evaluate one-bit or two-bit coding of bluck and white. Circuitry has been
desigaed and partially implemented to demonstrate one -bit coding.

Vocoded Speech Tests

Present plans for vocoded speech tests include ¢ >monstrations and trial usage,
Hmited subjective tests, and experimental transmissions over standard telephone
instrument loops. The tests will provide (1) some mezsure of the acceptability of
vocoded speech, and {2) information bearing on the matter of analog-to-digital speech
interconnections where an inherent problem arises because vocoding action requires
low-frequency speech components not passed by standard telephone instruments and
telephone lines.

Thus far, a demonstration faciiity has been desigaed and partizlly constructed.
The facility will include provisions for an input either from one talker (through a ve-
coder or direct}) or from a recorded tape. Cutputs will be provided for up to six
listeners. The facility will also be used in connection with the program of subjective
tests. Later, arrangements will be made to provide for two-way voc: '« ceny rsa-
tions.

Log-Differential Encoding of Speech

Present plans {or tests of log-differential encoding include tests and demon-
strations of the synchronizing or framing technique. The primary cbjective is to
verify the :cceptability of the coder implementation.

-— .

COMMUNICATION SYSTEM STANDARDS
MIL-188 System Standards Revision

Assistance to the MIL-188 Review Committee continued during the tenth quar-
ier. A complete outline for Chapter 3, covering global communication systems,
prepared in part by Belt Telephene Laboratories and in part by ITT Cocmmunication
Systems Company {ITTCS), was distributed to the committee members after review
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. and concurrence by the t /o companies. Bzl Laboratories material has been ccm-
’ pleted ia first draft [ cm for Sections 3.1 and 3.3 but ks not yet been reviewed out-
side the Laboratories. Section 3.2 is the responsibility of ITTCS.

- DCA Svitching Stade s
¥ .  : Work was begun during the tenth quarter on a new UNICOM project task. Tre
' task comprises the writing of a set of interim engineering and installation (2&))
standards for electronic switching centers, to apply during the timne interval 1$65-70.
The standards are being written for the Defense Communications Agency (CCA) un-
der the guidance of USASRDL. The standards are to be completed in January 1962.

In the document being prepared, standards are presented tc specify the capa-
bilities and functions required of switching centers being developed for installadon
as part of the Defense Communications System (DCS) during the above time interval.
The document also deals with the interface characteristics required of the switching ®
centers in order to permit interconnections with the principal special purpose mili-
- tary communication systems that will be operating during the time period.

¢ PROGRAM FOR THE NEXT INTERVAL ®
Test Model Test Plan

During the eleventh quarter, a preliminary draft of a Test Mcdel test program
will be completed. The draft will include a listing of the real transmissioa facilities
to be used.

Transmission Subsystem Engineering Tests

During the eleventh quarter, a recommendation will be made as to the instru-
mentation that should be provided for data transmission error measurements. Lab-
’ oratory characterization tests on the modi‘ied Bell System 2. 4-kbps data mpodem will
be undertaken. Requirements will be stated for leased line facilities desired for data
transmission testing in advance of the Test Model system test period, and such tests
will be scheduled.

The work on facsimile encoding will continue in the next quarter. Some re-
sults of the one-bit encoding of black-and-white information will be available.

Effort on the vocoded speech demonstration facility will continue. The facility
- will be available during the eleventh quarter for use with recorded tape inputs.

Work will continue toward completion of plans and procurement arrangements
for both commereial and military transmission facilities desired for the pre-Test
Model and Test Model test periods. ®
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. System Standards . . -

During the eleventh quarter, the MIL-188 draft material prepared by Bell Tel-
ephone Laboratories will be reviewed and coordinated with ITTCS and with USASRDL.

The draft should be available in revised form for distribution tu the fovernment Re- :
view Committee by the end of the per.cd.

The DCA switching E&I standards will be comrleted and sent to the Signal

Corps for delivery to DCA by 31 January 1962. No work on interim E&I standards N
is contemplated beycnd that date.
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SECTION 6
Do JGN AND FABRICAUION OF TiHE TELT MODEL

TEST MODEL BLOCK DIAGRAM

Figure 6-1 shows an equipment-oriented functional diagram of the UNICOM
Test Model. The diagram identifies the basic subsystems and conizins the equip-
ment nomenclature that will be used in succeeding materiai.

The Test Model will consist of subscribaer stations with associated control, an-
cillary, and signal conversion equipment; a switching center composed of equipment

. for circuit switching, equipment for asserrbly of store and forward (S/F) messages,

transmission termination equipment, and supervisery control and monitoring equip-~
ment; and communication circuit equipment. All equipment will be lccated at the
Bell Telephone Laboratories, Holmdel, New Jersey, excqpt for cff-premises trans-~
mission circuits. (Figure 6-2 is an artist's concept of the Test Model.)

Figure 6-1 shows two classes of subscriber stations — cligital and anaiocg. The
digital stations will be capable of originating all modes of infurmation in synchro-
nous digital form. They wiil be given secure service; that is, the messages will be
protected by encryption on both subscriber loops and trunks and will be protected
from crosstalk into another message path in the switching center. Analog stations
may originate calls in either analog or asyncbhronous digital form. While classified
information may be originated by these stations, the communication system will not
introduce encryption or other steps to protect such information. Such protection, if
desired, must be provided by the customer through end-to-end encryption.

. The switching center will be equipped with two switches. A space-division
switch will be used for the interconnection of analog subscriber stations. A time-
division switch will be used to switch calls from digital subscriber stations, to pro-
vide the flexibility of integrated switchir~, and to muitiplex message channels for
digital transmission. The two switches will have access to each other through con-
version devices so that analog and digital stations can be interconnected. Both the
time-division switch and the space-division switch will have access to the message

S/F unit. The message S/F unit will be modular, providing flexibility for growth in
mocdular steps.

The time-div:sion switch, space-division switch, and message S/F unit will
be controlled by the ceatral processor (CP). Heading data will be processed and
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analyzed by the CP which.will ac? to give the customer the service reqguested. The
CP 15 a special~-purpose sivréd progruw device, tailored in its order structure to
the particular processing functions required for control of the system. The use of
a stored program wili provide the means for readily changiig the operating princs-
. Ples an? Joctrines as tesis on the Test Model progress.

‘The console grouvp will provide supervisory control, maintenance facilities,

and attendant operation. There will be access to magnetic tapes and typewriters at
the consoles.

'The central timing unit will provide all the fundamental timing sequences re-
guired for modulation, encryption, switching, and multiplexing.

The subscriber transmission termination unit and the trunk transmission ter-
mination unit will provide the necessary termination equipment for the subscriber
lines and trunks, respectively. They will include:

{1) A data modem, when necessary, to convert binary digital signals to a form
suitable for transmission over digital loops and trunks

(2) Digital terminal equipment to correct time variations over the transmis-
sion medium and differences between the clock rates at the transmitting
and receiving switching centers as well as to generate and supply trans-
mission quality-and status information to the switching center

(3) Encryption devices.

The test control center will provice flexibility for establishing different Test
Model configurations. Transmission termination and conversion units will termi-~

pate on the panel so that four-wire pati:hes can be made to establish the necessary
configurations for the tests.

Both simulated and real communication links will be used in the Test Model.
Simulated links will be used for tests where actual transmission performance is not
of primary importance. Real links, such as military radio and leased trunks, will'
be used for tests which must include the effects of transmission vagaries. All such
links will be terminated at the patch panel.

The following sections cover the Test Model development, specifying the prog-
ress made and plans for the next interval on all parts of the Test Model. Support-
ing technical reports are provided as appendices in Volume II.
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EQUIPMENT DISIGN

During the tenth quarter, drawiinzas were ¢ - 1- d for standard moldad cir-
cuit cards, terminals, and connectors; for the nest which mounts 32 of these cards;
and for standard rack equipment. (Figure 8-3 is an artist's concept of the equipment
design.)

Compounent ordering information has been furnished for approximately 75 per-
cent of the semiconductor devices required for the Test Model. Component order-
ing information has been released for 12 of the general purpose low-level logic pack-
ages.

Wiring practices for rack wiring, including power distribution within racks
and rack groups, means for supporting wire, and means for terminating intercon-
necting wiring are under develcpment and will be established early in the next quar-
ter.

Genera! Purpose Packages

Final electrical designs of all the originally auticipated general purpose cir-
cuit packages for the Test Model have been completed and the designs have been re-
leased for mechanical layout of packages. It is expected that these packages will be
used for all logic asplications. These packages include 12 low-level logic units in-
tended {or general logic use and 5 units intended for use in the bus system to be em-
ployed in the switching center.

Test specifications for these packages are being written and prelimirary spec-
ifications for eight packages have been completed and are being rev.ewed.

A static test set for laboratory-medel packages has been used for testing pack-
ages to be shipped to RCA and ITT. Several hundred general purpose pacnayes have
been tested and released {or shipment.

Semiconductor Device Specifications

Of the ten semiconductor devices used ia UNICOM, five have been approved
{two by the Navy and three by the Signal Cosps) and one has Leen submitted for ap-
proval. Military specifications have been written for the remaining four and will
be submitted to the military Jor approval.

Wiring Rules

Determination of wiring rules for rack wiring of general purpose logic pack-
ages was completed early in this quarter.
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EATRAL PROCESSOR

The L2 will include central control, avout 8C.U words of eall storages, atout
98,0C0 words of prograw and translation storage, and coutrol for magnetic taps and
typewriter. When Cuplicates are prosidad, a working TP can be lorzoed as leag ase

of each of the above: s oper.i.. ..

The CP is a stored program device which performs routing and sucervisory
functions and controls the operation of the ttme-division switch, space-civisicn
switch, message S/F unit, and other equipment as appropriate.

Central Control

Central control performs the necessary logical operations to execute the stored
program. It conlains the necessary circuits for cross-matching of critical actions
te provide for faul_t detection. The cross-matching technique permits most equip-
ment malfunctions to be detected within a few microseconds. The decision as to
which units are reconnected following a malfunction to re-form a CP, and the switch-
ing of these facilities, will take place within a few milliseccnds.

The logic design of the central control is expected to be compieted during the
first quarter of 1962. A program has been developed for the IBM RAMAC computer
which will aid in automatically preparing and checking wiring information. This

prograr: will choose wiring paths and wake cert>in consistency checks on the logic
design information.

A study is urder way to deter™ine the procedure and techniques to bz used in
testing central control. ‘It is expected that this plan will be ampiified during the next
quarter and specific plans made for a comprehensive test procedure.

Program- Store and Card Writer

, The program store, Figure 6-4, provides semipermanent memory for the stor-

age of programs, trauslation, directory, and diaguostic information. It is being de-
signed as a 98,304-word, 44-bit-per-word, random access, word organized, card
changeable, nondestrictuve readout store. Iaformation is stored by the magnetiza-
tion of tiny permanent magnets on a metallic card and is sensed by twistor wires in
close proximity to the magnets. This store requires about 550 circuit packages of '
34 different types (13 standard low-level logic and 21 special circuits).

The preliminary circuit designs of all the special packages of the program
store have been completed. Laboratory models of 14 types have been tested or are

under test. Mcdels of the-remaining seven types of special packages are under con-
struction. -
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" A 32,768-word laboratory model store is being assembies and wired. Initial
equipping and testing will start during the eleventh quarter.

‘The design of a program card verifier and memory moduie tester is essen-
tally complete. Constructicn should be completed early ix the eleventh quarter.
Thig unit will be used to check the state of magnetizaticn of the prograw cards in
the {nitiai (estisg phases of the program store carsd writer.

The program store card writer is used to write new infcriration or to change
information previously stored on the magnet cards of the program store. The pro-
gram store card wri2r writes on 128 cards (each card containg 64 words of 44 bits
par word) o one semiautomatic operation lasting about 15 minutes.

A manual card preparztion machine and its associated driving circuitry have
been fabricated and will be used to prepare test cards for the laboratory modet pro-
gram store.

Call Store

The call store (Figure 6-5) provides eraszble memory for storing temporary
data. It is being designed as an 8192-word, 24-bit-per-word, word organized, ran-
dom access, gestruntive readout store. The call store will use approximately 400
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Figure 6-5. Call Store

logic and spectial purpose packages of 29 types (1€ special and 1! standard low-level
togic). Three of the special purpose packages have been relezsed for mechanical
layout. . The design cf the call store will be completed during the next quarter.

The timing of the sequence control has been rearranged to include a post write
distarb pulse primarily toc meet the temperature requirements of the caii stors. A

study is being made of the applicability of the call store design to the messagr S/F
unit.

Also, a preliminary lahoratory model of the call store is being constrmcted.
Testing of this model should start at the end of the elventh quarter.

SPACE-DIVISION SWITCH

Preliminary apparaws iists and schemalic and logic diagrams are being pre-

pared for all items comprising the space-division switch. These are scheduled for
completion during the eleventls quarter.
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Plans have been completed whichk will cermit all units of the space~-divisicn -
switch to communicate with the CP via the call store bus system.

A block diagram of the space-division switch is shown in Figure §-6.

Space-Division Switch Mac.i¢ «ad Coatrol

Design drawings for an 8-by-8 four-wire ferreed module will be completed in
January 1962. Six models will be built, beginning in Febrvary. Four of these-will
be incorporated in the laboratory model, replacing the two-wire ferreed modules
now installed. The olher two are being subjected to environmental and electrical
tests. Present indications are that the four-wire ferreeds will require approxi-
rmoately the same drive current as the t'-3-wire ferreeds. U so, it is probable that
the pulser already developed will be satisfactory for the four-wire application.

Assembly and wiring of the inboratory model of the space-division switch, de-
scribed in the previous report, is complete to the extent shown below:

A link (including pulser) — BO percent
C link (including pulser} — 85 percent

Controllers — 25 percent

Space-Division Switch Terminal Circuits

Preliminary circuit development work is complete for an originating register
employing standard UNICOM circuits. A laboratory model is currently being tested.

Development is continuing on the application of commercial multifrequency sig-
naling equipment to meet inter-switching center signzling requirements.

Space-Division Switch Signal Distributor

Circuit development of a signal distribulor is contiaung. The logic diagram
is approximately 50 percent complete.

Space-Division Switch Terminal Scanner

A breadboard model of a skeletonized {32-point) scaaner has been completed.
Based on laboratory measurements and estimates of cable delay and translation
time, it has been confirmed that the scanner speed is compatible with that of the CP.

1t has been determined that a single type of ferrod unit will be satisfactory for
all line and trunk scanner applications. This wiil greatly simplify circuit assign—
ments, office growth, and administration. )
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A study is being made of a revised supervisory methcd whersby customer
supervision i3 retained in the Une ciccuit rather than being trunslerrcd »uccessively
to an originating register and then to a trunk circuit. This proposed arrangemeat
gseems to offer attractive possibilities for apparatus recuction, ease of administra-
tion, and facility for office growth.

TIME-DIVISION SWITCH

The time-division switch, Figure 6-7, provides full duplex switching for 2.4-
kbps and 38.4-kbps signals and includes associated terminal circuits, duplicated
signaling and supervisory facilities, and duplicated control logic. In addition, the
time -division swiich by programming provides for multiplexing and demultiplexing
up to sixteen 2.4-kbps signals on one 38. 4-kbps channel ard also provides for mul-
tiplexing and demultiplexing up to sixteen 38.4-kbps signals on one 614. 4-kbps chan-
nel.

Time-Division Switch Design

The logic design of the laboratory model is complete and the wiring of the
maodel will be completed in the eleventh quarter. The timing generator portion has
now had power applied and the circuits are being debugged. The delay line stores
for this model have been delivered. Combined tests of the matrix and stores will
start in the eleventh quarter.

The terminal circuits, whichk interconnect the time-division switch with the
digital terminating units, are under development. Some of the packages have been
released for mechanical layout.

In order to meet the Test Model schedule, ultrasonic strip delay lines for the
Test Model will be used rather than magnetostriction delay lines. Eowever, investi-
gation of magnetostriction lines is continning for possibie future inclusion to save .
rack space and possibly to reduce cost.

Considerable progress has been made in developing the control circuit philos-

ophy.

The additional logic for error detection and maintenance kas not been com-
oletely determined. A study is being made to achieve the desirable balance between
pregramming and equipment in this area.

Signal Assembier/Distributor

In conneclion with the revised digital signaling plan referred to in Section 3 of
this report, an investigation is being made of the effects of the plan on the signal
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assembler/distributor described in the ninth quarterly report. It is expected that
the design for this unit cn be modifi *! tn nccommeodate th2 ravised plan.

CENTRAL PROCESSOR STORED PRCGRAM

The CP stored program will consist of two major divisions — the operational
program and the maintenance program. Preparation of each of these programs will
take place in three phases: (1) preparation of a functional specification, (2) prepa-~
ration of program specifications, and (3) design and production of the actual pro-

grams. In addition, certain auxiliary programs must be prepared for use in the
IBM 7030 computer.

Functional Specification — Operational Program

The first draft of the functional specification for the program has been com-
pleted. This specification defines the wajor tasks which the CP must perform. It
is expected that, as the need arises, individual sections of the specification will be

reissued to reflect the firming up of Test Model requirements and system hardware
designs.

The section of the functional specification concerning the digital signaling plan
is currently being reviewed in anticipation of the revised digital signaling plan. This
plan uses an eight-bit code in both the message and S-bit channeis for signaling on

lines and trunks. The message chz.nel is used for signaling sequences where speed
is important.

Functionai Specification — Maintenance Program

To meet the UNICOM maintenance objectives, programs will have to be devel-
oped to implement, in conjunction with hardware maintenance facilities, the function
of fault detection for each of the major equipments in the system.

_ The necessary tests and hardware facliities for ::aplementing this function in
the time-division switch, space-division switch, and CP are currently under devel-

opment. The programs and equipment necessary to implement this functicn for the
S/F module are being developed by ITT.

Program Specifications ~ Operationzl Program

During the tenth quarter a study has been made of various methods of organiz-
ing the program system. The objective was to find an organization which would sat-
isfy the real-time requirements and at the same time permait dividing the over-all
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Jjob into units of a convenient size [o." specifying, programuwiag, and testing. An

organization that apreacs to mest these cbjectives has been developed and is de-
scribed in Appendix 8A.

The CP program has been divided into about 80 smaller programs which con-
trol specific sequenc-5 of events, An executive control program controls the se-
quencing of all ccatrol progeamns aud assucvs that jobs are done in an order which
reflects their priority. Input/cutput operations are coatrolled by an interrupt pro-
gram.

During the eleventh quarter, work will be started on detailed program speci-
fications.

Program Specifications — Maintenance Program

During the tenth quarter, preliminary work has been carried on to define the
number and approximate size of the maintenance programs required to accomplish
fauit detection. It is estimated that some 14 programs will constitute the mainte-~
nance control function and 9 programs the fault detection function.

Programming — Auxiliary Programs

During the tenth quarter, initial program design and coding has been accom-
plished onr some of the routines necessary for the UNICOM utility system. The pro-
grams are being written to operate in the IBM 709C, in the environment of the Bell
Telephone Laboratories Monitor System coded the BE-SYS-4.

The UNICOM utility system will provide control of the intercommunication for

the library maintenance program, the compiler-assembler, and the UNICOM central
processor simulation program.

The compiler-assembler program is currently in various stages oi develop-
ment; the status of current work ranges from a preliminary system design (for the
compiler monitor) to active coding and-debugg'mg {for the heart of the compiler),
Thé immediate goal is to provide a compiler which will assemble symbolic UNICOM
programs (including programmer-defined macros) and which will be capzble of han~
dling a “igher level programming language when such a language is developed.

The library maintenance program will provide the tools necessary to build and
maintain the library of UNICOM programs and/or subprograms on magnetic tape
storage. During this quarter, the program logic design, program coding, and in-
itial checkout have beenr accomplished for the following library maintenance routines:
UPDATE and MERGE., which will provide a means of permanently changing the pro~
gram library; CATALOG (LOG), which provides a means of determining the contents
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of a library ape, and POSlTION (FC %), which pro. 1es for positu,aing a libra. ;s tape
to a .,,ecmed record. . .

The detailed organization of the UNICOM simulator program and the format of
the control cards have been specified. In this connection, the monitoring {acititicy
and &7 ugying aids pevid 1 for i)y tha simulat - were ¢ snde'l. During *he quac-
ter, the simulation program for the central processor was flow-diagrammed and is
presently being coded. The program is being wriiten to operate in the IBM 7650

computer, in the environment of the Bell Telephone Laboratories Monitor System
(BE-SYS-4).

MESSAGE STORE AND FORWARD MODULES

The message S/F module will provide multi-address S/F service with speed
buffering for transmission over trunks between swilching centers. This service
will provide for teletypewriter, digital data, and facsimile modes of traffic. Effi-
cient operation of the message S/F module in the UNICOM system will be attained
by relating control function philosophy to the character of the data to be processed.
The heading information wilk ve diverted to the CP for the necessary processing. .
Under the control of the CP, the me 3sage text will be switched to one of a group of N
lngic-controlled S/F modules.. Wired logic will control the handling of data bits in-
volved in the assembly of messages into blocks while the CP will control block and
message routing operations. The design will permit UNICOM switching centers to
be equipped with S/F modules to handle the expected indirect traffic; however, a
minimum of two message S/F modules will be required for reliability.

The ‘message S/F module is being organized as shown in Figure 6-8. Itis
being designed to handle about 35,000 bits of input traffic per second and 55,000 bits
of output traffic per second per module. The drum storage capacity of each module
can be varied from one to eight drums, and four tape units plus spares will be asso-
ciated with each module. The equipment for the Test Model will include two mes-
sage S/F mcdules, each equipped with three tape units and one drum unit. The mes-
sage S/F module will consist of Six subunits which are discussed in the following
paragraphs.

The major activity during the tenth quarter has been related to defining the
message S/F module hardware and he CP programs necessary to meet the func~
tional requirements for the UNICOM indirect communication service. A detailed
block diagram of the message S/F module has been prepared. Logic design has
started in several areas where critical timing problems are expected. Procure-
ment specifications for the drum and tape units have been preparec and are pres-
ently being reviewed prior to release for procurement guotations.
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E::_ul-(zug_;ut Unit

The input-output unit provides the buffer storage between the assembler store
and the intra-office trunks connecting the message S/F module to the time-divisicn
switch or space-divisicn switch. Thirteen duplex data channeis will! - provided in
the dr.izn: une channpel fc- 38. - kbps and iz channels for rales “p to 2.4 kbps. Tre
design will allow for the addition of 12 channels operating at rates up to 2.4 kbps in
place of the 38.4-%bps channel if required. For the Test Model, five channels will
be equipped for each message S/F module consisting of one 38. 4-kbps channel and

four channels of 2.4 kbps or less. Techniques for priority scanning of these chan-
nels are being investigated.

Message Store and Forward Control Unit

The message S/F control unit controls single bit operations locally in the mes-
sage S/F module by orders generated by the CP. Communication ¢f orders from the
CP to the message S/F module will be via the call store bus, and status information
on the operation of the S/F mddule to the CP will be via the ferrod scanner. Serv-
ice requests to the CP will also be controlled by this unit. A preliminary order
code for internal control has “een prepared and should be finalized in the ne.zt pe-
riod. Internal communication within the message S/F raodule will be handled by
two bus systems. A 24-bit bus will serve as a communication link for data and con-
trol words between the assembler Store and the other subsystems. A second bus
for addressing the assembler store will link the assembler store address register
and address registers in the other subsystems.

Assembler Store

The assembler store is a high~speed random access memory for word 2nd
block assembly and buffer Storage in data transfers between tapes, drums, and the
input-output unit. Control words generated and sent from the CP will be stored in )
the assembler store to be used by the S/F control wnit in processing the S/F traffic.
Prezently, the feasibility of using the UNICOM ferrite sheet call store design for
the assembler store application is being investigated.

Tape Subsystem

The tape subsystem will provide 3 bulk Storage medium for the semiperma-
nent storage of messages, for storing active facsimile mescages, and for storing

temporarily druna system overflow. The requirements for the tape system have
been studied and a resulting

proposal for the tape system is presently under review.

The requirements for special circuits required in the tape subsystem are being in-
vestigated.

-3
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Drum Subsystem - - . . . -

-

The drum subsystem will provide for larga—volu'me, rapid access storage for
active messages (except facsimile). Manual switching will provide access to the
drum units associated with other S/F modules. The procurement specification for .
the <.um unit has been pr. ared 4.u 1s being reviewed. The requirements for spe-
cial circuits required in the drum subsystem are being investigaied.

Maintenance Panel

The maintenance panel will serve an S/F module and give access to critical
data transfer points for maintenance. There will be provision for manual insertion
of test words for checking control and data paths. The panel will act as an adjunct

to the testing routines performed by the CP maintenance programs. Design studies
are in progress.

Prograiaming

" The programming group has been wosking in close cooperation with the equip-
ment design group so that sufficient hardware will be included to allow maintenance
and diagnostic programs in the CP to perform their functions with respect to the
S/F module with maximum efficiency and economy. A study of the requirements for
message retrieval is béing made to determine any special hardware requirements.
The proposed organizaticn of the CP programs is being studied so that a practical
interface with the S/F programz can be achieved.

CONVERSION GROUP
Voice Analog-Digital Converter

The voice analog-digital converter will convert a speech signal into a four-
digit log-differential pulse code moduiation (PCM} signal at 38.4 kbps and vice versa.
The converter comprises (1) an enceder (Fignre 6-9) that converts a speech signal
(60 to 3730 cps) inte four-digit differential PCM at 38.4 kbps and (2) a decoder (Fig-
ure 6-10) that converts the four-digit differential PCM into a speech signal.

Qutstanding features of the proposed design will include:

(1) The appiication of log-differential PCM, rather than conventional PCM,

to achleve adequate signal-to~quantizing-noise ratio withir allowed 38.4-
kbps digital rate

{2) The application in the encoder of “quantized feedback,” rather than simple
forward-acting circuitry, to obtain the dilferential siynal
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Figure 6-10. Block Dlagram of Decoder

(3) The application of low~frequency pre-emphasis before encoding, and low-
frequency de-emphasis after decoding, to provide a low-irequency signal-
to-quantizing-noise ratic =dequate io cperate the pitch channel of a vocoder

(4} The application in the encoder of a "switched-network, digit-at-a-time"
method of logarithmic quantization

(5) The applicaticn in the encoder and the decoder of the framing method de-

scribed in Appendix 44 which accomplishes framing without the use of
separate framing pulses.

During the tenth quarter, detailed design of the converter wag started. Stand-
ard UNICOM logic packages will be used wherever possible; however, a number cf
special analog circuits will require development. An operational integrator has
been breadboarded and is undergoing tests and the design of the other special cir-
cuits has been started. The design and construction of the laboratory breadboard
of the converter is progressing on schedule and should be completed in the next

quarter. An analysis of encoder operation under zero input signal conditions ias
bezn started.

Vocoders

Six HY-2 vocoaders are tc be procured from the Philco Corporation. They are
expected to be delivered during the third quarter of this year.

TRANSMISSION TERMINATICN EQUIPMENT

Transmission termination equipment will be used in two functional areas ~
on trunks between switching centers and cn lines between a switching center and
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Figure 6-11. Transmission Termination Equiptn.nt

subscribers. The transmission termination equipment consists of the following
units as required:

(1} Digitai terminal unit

(2} Key generator and synchronizer
{3) Data modems. .

The data modems wiil ccnvert the digital data to and frem a form suitable for
transmission. " The digital terminal unit will retime and synchronize the bit stream
to the local clock. The key generator and synchronizer will encode and decode the

bit stream and syncnronize the key generators. Figure €-11 is a block diagram of
the transmission termination equipment.

Digital Termina! Unit. The digital terminal unii provides a four-wire, full
duplex digital termination rapable of processing the send and receive digital signals
at the switching centers or at subscriber stations. The equipment consists of a rate
buffer to remuve the time varying effects from the received line signal and a termi-
nal control unit to provide contro! for the operatica of the digital ierminal urit.

The rate buffe: provides storage for compensating for the time varying effects
of the incoming digital stream. These effects arise from the presence of variations
in the propagation time of the transmission medium and from clock drifts between
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the sending and receiving locations. In the case of fi<eq path lergth subscriter
liner, the r.le bulizr will correct for phase differences between the incoming dizital
signal and the local clock. During this guarter, the ellort has been directed at 2val-

uating methods of rctiming which will yield trunk-to-trunk subframe synchronization
with 2 .airimy o of equipment.

The terminal control unit will Insert in the transmitted digital siznai and ex-
tract from the received digital signal the control bits to control the operation of the
digital terminzal unit. Clear frame bits will be checked tc determine loss of fram-
Irg, encrypted frame bits will be checked to monitor the operation of the key gener-
tor; and parity bits will be checked to indicate the error rate encountered in the
transo.ission facility. The terminal control unit will correlate status reports from
ti2 modem, the rate buffer, and the key generator to determine the appropriate ac-
tion recuired to reframe the incoming digital signal or to resynchronize the key
generator. These status reports will be summarized acd transmitted to the CP for
approgriate action in controlling und mcintaining the facilitics between switching
centers. A study ol ine logic lnvelved in correlating the status reports to initiate

dppropriate action and the format of the summary information to be sent to the CP
is being conducted.

Automatic framing will be required of all trunks and lines in which time vari-
ations can occur. A study of time shared reframing equipment as opposed to “per
unit” reframing equipment is being conducted. In the case of lines having fixed pati
iength, techriques for manual setling of the framing clrrulis are being Investigated.
The study of frame logs dutection t3 continuing. The probability analysis which

yieids mean time to {rame loss detection has been revised to include two clear frame
bits per frame rather than one.

Key Generator Synchronizer. The key generstor syrchronizer is used to
synchronize model KG- 13 key generators in a four-wire system from a start-up
condition or to re-establisk synchronizadon if it is lost during operztica. After

verifying synchronization, it relesses the terminal equipment {or digitxl {rassmis-
sion to the switching center or subsoriber.

Modifications of several rommercially available units suitable for this appli-

cation are being considered. Information on the ACF Industries, Inc., Auto-Check
Unit has been received and is teing studied and evaluated.

Datz Modem. A basic modem is being designed for ase at both 2.55 and
40.8 kbps. The modem is bused on the Bell System 201B &et as described in the

ninth quarterly report. The majer dilferences Cetween the 201B znd the new design
are:




{1} Use of an accurate clock for remote locations controlled from a central

point a.d able to hold its frequency througa an ful-rruption in the eontrol
signal

{2) A 1ew equipment layout to meet the UNICOM design sta- "ards

(3) Additiona! centrot and menitoring features required for the UNICO
system.

The specification for the 1sodem design has been completed and the detatled

design of uiew features for the UNICOM modem will be undertaken in the eleventh
quarter,

CENTRAL TIMING UNIT

The central timing unit supplies 2il the basic timing sequences required for
modulation, encryption, and supervision in the switching center. The timing se-
quences will be furnished contirucusly without phase or frequency discentinuities.
Tc insure operation under these conditions, duplicate circuitry, parailel paths,
signal mixing, and other mcthods for improving reliability will be used.

The centra’ tiring unit is composed of the following m~jor subsections:
{1) Master usciilator section
{2} Synthesizer section

{3} Distribution saction.

Master Oscillator. During the tenth quarter, several techniques foc achieving
reliable operation of the master oscillator were evaluzted. As « result of this study,
the basic fraquency of 5.2224 me will be developed by 2 combinaticn of two rubidium
atomic frequency standards and a crystal nseiilater. The stability of the units wiil
be better thza five parts in mm. To maint‘am this degree of accurary and to prevent
phase discrepancies {rom appearing at the outputs of the individual oscillators, the
three cscilliters will be phase-locked {Figure 6-12). The two rubidium standards
wiil be used a3 the primary and secondary control stages. Failure of one or two of
the oscillators will not cause the output of the combination to fall below tihe mimmum
amplitude required to drive the synthesizer. Suitable alarms will be provided to in-
dicate oscillator {ailure to the operating persoanel.

Svnthesizer Szction. The synttesizer portion nf the centra’ timing vnit gener-
ates the various {requencies required in the switching center. All synthesizer stages
will be triplicated to insure the same degree of reliability for each output {requency.
Each of the triplicated stages will be monitored and an alarm signal will be provided
to indicate maifunctions {n any of the three stages to the operator. Equipments will
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be supplied timing signals on 2 direct feed basis from each of the synthesizer count-
down chains. Any vote-taking arrangements to provide reliable signals will be done
at the receliving equipment. Studies of the synthesizer and the associated signal
distribution problem during the tenth quarter resulted in defining the interface be-
tween tre central timing unlt and il recelving equipments. It has beea declided that
the central timing unit will provide square wave outputs to the varicus equipment
areas. Any translation functions required to obtzin short duration pulses for spe-
cific equipments will be implemented in the receiving equipment side of the inter-
face. This arrangement insures that tight tolerance waveshapes are available at

the equipment areas and that changes in timing signal requirements of specific areas

can be accommodated without drastically affecting the design of the central timing
unit.

Since the time-division switch requires the tightest tolerance on timing sig-
nalg, the synthesizer will be designed to meet these requirements. The central
timing unit will be physically located as near to the time-division switch as possible
in order to maintain the tolerances over short lines.

Distribution Section. A distribution system will send the various timing fre-
quencies throughout the central office. Buffer amplifiers will be used to eliminate
interaction between equipments receiving the same frequency.

In an effort to decrease the distribution problem, the use of a tandem distri-
bution system is being investigated. The ciock signals will be coupled from the
central timing uait to remote distribution centers located in the various equipment
areas by a minimum number of long lines. Distribution to the individual equipments
from the remote distribution center will be over relatively short lines. The size of
the secondary distribution system required will te a function of the amount of equip-
ment {n the particular area. This arrangement wouid- insure a high degree of flexi-
bility for switching center growth from minimum to maximum size.

CONSOLE GROUP

The console group now envisioned for UNICOM will consist of an attendant's
position, a supervisory position, a maintenance position, and necessary 2quipment
to connect these consoles to the CP. Figare 6-13 is a block diagram of the equip-
ment for the Test Model. Provision will be made to add additional attendant's con-

soles, teletypewriters, and typewriters to the console group a3 needed for each
new office.
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Attendant Console

The proposed design for the attendant’s position appeai-s fn Aprendix 6B which
covers a description of the controls and displays and how these are usad by tne t=al-
fic attendant in performirg the cali-handling functions. Thr= traffic attendant’s cca-
sole wlil be a cordl2gs position at which calls requiring attenti.n wiilt se raceived
one at a time from the C2 in an order determined by precederce and call-filing time,
The attendant’s position will be able to handle both voice and teletypwriter calls from
}ngXtal and analog subscribers and from non-UNICOM subscribers. A keyset on the

console will permit the attendant to set up all necessary preamble heading codes for
the originating calls.

Supervisory Console

A supervisory console will be provided to permit the supervisor to monitor
office and trunk:traffic and to exercise the necessary control for maintaining 2 satis-
factory grade of service. Itis expected that a design proposal for this console will
be completed during the eleventh quarter. This proposal will cover the display ard
control of local traffic and traffic on trunks radiating from the center.

Maintenance Console

A maintenance console will be provided to indicate system faults and to aid in

their detection. A design proposal will be prepared and development of the mainte-
nance console will be stirted during the eleventh quarter.

Console Group Control °

Logic design of the ‘conference bridges, paralle! signal distributor, office in-
tercom system, and console headsets will be completed du.ing the eleventh quarter.

. DIGITAL SUBSCRIBER STATION

The digital subscriber station will consist of an auxiliary unit with separate
subscriber sets for each mode of communication, e.g., voice, printed narrative,
facsimile, and data. Figure 6-14 is a block diagrar- of the digital station. The
auxiliary uuit will be housed in a single closed rack and will consist of the data
modem, digital terminal unit, key generator-synchronizer, station power supply,
station logic unit, and converters as required, e.g., vocoder or PCM analog-to-
digital converter. Figure 6-15 is an artist’s concept of a digital subscriber station.
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) Figure 6-14. Digital Subscriber Station

; Station Logic Unit

The functions of this unit are to control the co: :ection of a single subscriber
lire to one of severzl (a maximum of ten) subscriber sets, to control the connection
of conversion devices where appropriate, to encode the subscriber-set-initiated
commands into standard UNICOM signaling codes and to perform the inversge func-
tion of decoding, and o insert andi extract the supervisory signaling codes from the
outgoing and incoming digital streams. The major effort during the tenth quarter
has been concentrated on conducting 2 comparative cost study on the station logic
unit for three proposed signaling plans. The results wiil be used to aid in the choice
of a signaling plan.

Subscriber Sets

The subscriber sets will permit the subscriber to signz! and communicate
with the switching center. The subscriber set will consist of manual controls for
initfating calls, visual indicators for displays, audible alerting signal devices, and
a telephone handset if the mode of communication is voice. Panel layouts for both
the voice and ancillary device modes have been prepared and are being reviewed by
. the human factors engineering group. Mock-ups of the subscriber sets will be pre-

pared in the eleventh quarter. A study of interface requirements between the sub-
scriber set and the station logic unit is being conducted to determine the best tech-
niques for minimi.ing equipment and interconnecting cables.
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POWER SY3ITIvd

L

CENTRAL OfFFriI.<

60~ o LLiTY e See T
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. +24 SUPPLY -48Y SULPPLY 20~ SUPPLY 130V SuPPLY POWER PANEL

Figure 6-16. Power System

Station Power Supply

DC power for use in the subscriber station will be obtained from reguiated
power supplies connected to a local ac power source. Failure of the local ac power
would remove the station from service until an en«:rgency power source could be
connected but would not affect any other part of the system.

POWER SYSTEM

Equipment in the UNICOM switching center wiil operate from a central storage
battery source. This battery will provide adequate reserve in case of power failure
and will be operated "full float.” Figure 6-16 is » functional diagram of the power
system.

The common battery will provide the required two basic voltage suppliss:
~-48 volts and +24 volts. These are the nominal voltages of a 24-cell and a 12-cell
lead acid storage battery, respectively. These batteries will be operated as a non-
regulated system and will be f:oated by normai charging devices and maintained
dur.ing float at a nominal voltage of 2.17 volts per cell.
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In addition to these main voltages there will be auxillary power sources such
as a -130-volt battery for teletypewiiter use; generu! use ac power for convenience
outlets, blowe:s, and lighting; 400-cycle power for drums; and a special source ¢l

"no break" ac gower for supplying cectain special pieces of equipment during time
of power fall..ce. )

Also, the logic circuitry which is used requires a large amount of dc power
at +4.5 1 0.5 volts. A study of how to supply this power resulted in a decision to
ottain it from the +24-volt dc power source and reduce the voltage by means of
transistor dc-to-dc converters. This Is the most efficient and least expensive
means of obtaining the desired power.

The selection of uppropriate rectifiers, control bays, and batteries will be
completed during the eleventh guacter. Also, a detailed plan of power Jistr.bution
will be completed durin;; that period.

COMMUNICATION CIRCUITS

The requirements for transmission circuits for the Test Model are being ex-
plored. The procuremenc of the necessary circuits for use in the Test Model test

program is under way.

Two troposcatter radio sets will be purchased. Aiter a study, it was agreed
that AN/GRC-66 radio set, with suitable modifications, would be adequate for the
UNICOM tests. ‘These sets, as modified for troposcatter operation, have a range
of about 100 miles. They have an F#M power outprt of 1 kilowatt. The frequency
range is 1700 to 1940 megacycles and 4400 to 5000 megacycles with a 2-4b noise
figure at the lower band and 4-db noise figure at the higher band.

The main distributing frame to be used at the transmission nk terminais has
been selected. During the next quarter, plans will be made with the commercial
telephone companies for subscriber loops and long distance trunks to operate at
transmission rates of 2. 55 kbps and 40. 8 kbps.

TEST CONTROL CENTER

The test control center of the Test Model will provide a central point for co-
ordinating and observing test activities. As now planned, it will be adjacent to the
switching center equipment room. The master paich board, which displays and
contro’s the Test Mou.l's configuration and equipment assignments, will be in the
control center. Two subscriber's stations will alsa be located in the area.
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Alttough the test control center i3 primarily for technical coordination, it i3
also a vantage point for observativn and use of the system. Room will be provided
for charts, dlagrams, and displays that will contribute to effective demonstrations

as w2l as to the engineering tests. Figure 6-17 is an artist's concept of tha pro-
pozed test control center,

TEST EQUIPMENT

Data Cenerator/Receiver

The data generator/receiver is a test instrument for determining the bit er-
rur rutes on UNICOM circuits as shown in Figure 6-18. It generates repetitive
messages up to 160 bits long at rates of 2.4 and 38.4 kbps. The messages are
elther transmitted o~ used for comparison at a receiver location. Transmitted and
received messages are compared bit by bit and the errors are counted. Two data
generator/receivers have been received and are being used in Iaboratory tests.

Facsimile Transmitter-Receiver

An order has been placed with the Westrex Corporation for two GXC-4 fac-
simile sets. Each set consists of a tranamitter and a receiver capable of high-
definivion recording of a 3-1/4-by-4-1/2~inch copy on Polaroid material. Certain
modifications to the GXC~4's will be required to permit traasmission with base-
band signals at the two different line data rates of the proposed digital stations.

Negotiations for these modifications are under way and they will be crdered as soon
as agzreed upon.

Printed Narrative Equipment

The foubwing teletypewriters have been received as government furnished
equipment for yse during the Test Model program. -

Six AN/FGC-25 Teletypewriter Sets. These are sending-receiving, page
printing, typing reperforators, and tape transmitters for fixed plant stations and

communications centers. These seis will be used at the Test Model anaiog sta-
tions.

Six AN/FGC-58 Teletypewriter Sets. They are substantially the same as
the AN/FGC-25 except that they are manufactured by a different supplier. These
sets will be used at the Test Model digital stations.
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TEST MOUEL EQUIPMENT INTEGHATION "NOGRAM
Design Standards

The Test A del will be designed urd built by several diiferent organizationa.
In order to controt the desig.a, a r.. ..al, UNICOM -- Desizn Requlrements arnd
Practices, has been prepared. The purpose of this manuzl is lo present under one
cover as much data as practical, pertinent to standardizing design and preparing
manufacturing information. This manual is intended to reflect all basic require-

ments and instructions imposed by the controlling specifications for the UNICOM
system.

“he progress made during tha tenth quarter on the sarious sections of the
design handbogk is as follows.

Additional information and revisions to existing material in Section ] were
made to the drafting guide. This material includes schematic symbols and sample
logic dirgrzms. Also released was a description of the manufacturing information

to be prepared by subcontractors. 1t specifies the type of drawings required and
the control of drawing numbers.

A release of Section X was approved and distributed. Tte contentc inciude

over-all equipment characteristicg, genera desiyn requirements, and electrical
power.

A release of Section IV was approv.Z _ad distributed. The contents include
a presentation of the UNICOM logic package, both a general description and logic
schemztic of 16 packages, and 2 listing and catalog cf approved semiconductor de-
vices.

Presently being worked on or awaiting review are the following topics:
{1} Wire and cable and associated suecifications

{2) Capacitor and resistor speciﬂcat.ions

{3) Finish specifications.

PROGRAM FOR THE NEXT INTERVAL

Work planned on the design and fabrication of the Test Modei for the eleventh
quarter is of the following nature. Tbe electrical design wiik proceed on the de-
velopment of the circuits by means of laboratory breadbourd medels. The objec-
tive of .his work is to produce circuit schematics in detail. Part of the total re-
Quired schematics are scheduled for completion during the eleventh quarter with
the balance expected to be completed during the twelfth cuarter.

S0
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The ¢juipment enginzering work wiil proc ved on the design of all standard -
hardware and will ° «rt on the design of those specliic itams on which thz informa-
tion for the schematics |3 completed during the eleventh quarter.

Specific details of the eleventh yuaster program for development of the Test.
Model nave been noted as pa:ts of continuling ¢iorxt under the diacussion of the
particular {tems in this section.
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CONFEAuNCES

Date: 3 October 1961

Place: Bell Telspnone Laboratories, Whippany, N. J.
Organtzations Represented: BTL, USASRDL

Subjzct: Central Control for UNICOM Switching

Resume: The results of a study of the capability of UNICOM central coatrol to
handle both circuit-switched and store and forward calls were presented. The con-
clusion of the study was that the proposed design is adequate with respect to real
time occupacy, order repertory, program storage, temporary storage, and com-

munication with peripheral equipment.

Date: 4 October 1967

Place: Bell Telephone Laboratories, Whippany, N. J.
Organizations Represented: BTL, USASRDL

Subject: Design Requirements and Practices (T. M.D. Conf. #12")

Resume: A discussion was %2id on material submitted previously as a draft on

this subject and commeats were accepted by ileil Telephone Laboratories for fur-
ther study.

Date: 6 Octoker 1961

Place: Bell Telephcne Laboratories. Whippany, N. J.
Organizations Represented: BTL, USASRDL

Subject: Survivability Considerations

Resume- Results of survivability calcu. itions for UNICOM Phases I and II were
presented. Consideration was also given to the enhancement in survivability pro-
vided by the STARCOM network. It was agreed that the Phase I study should con-
tinue to give primary consideration to cold war conditions.

1 .
Number assigned out of sequence.
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Date: 9 Outcber 1561

Place: USASRDL, Fort Monmouth, N. J,
Ormanizations Represented: BTL, USASRDL
Subject: Transmission of Facsimile at 2.4-kbps and 38.4-kbps Data Rates

Resurie: A proposal for the transmission of facsimile requiring multilevel gray
scale definition between digital stations operating at 2.4-kbps and 38.4-kbps data
rates was presented and discussed. The pogsibility of transmitting facsimile re-
quiring only black-and-white definition was also discussed.

Date: 13 October 1561

Place: USASRDL, Fort Monmouth, N. J.

Organjizations Represented: BTL, USASRDL

Subject: Test Model Data Modems and Pre-Test Model Tast Program

Resume: Dataz modems planned for the Test Model were discussed. Similar four-
phase, single-carrier designs bave been proposed both for 2.55-kbps and 40.8-kbps
rates. The four-carrier, four-phase design and the FSK subscriber loop modem
are being dropped. Several items in a pre-Test Model test program were con-
sidered. Extensive tests at 40.8 kbps are planned, with relatively fine-grained

. measurements of error statistics. Tests at 2.55 kbps over many facilities will
primarily confirm feasibility of the method. Tests on HF radio, tropospheric
scatter, and submarine cable also have been proposed.

Date: 17 October 1961
Place: USASRDL, Fort Monmwuth, N. J. _

Organizations Represented: BTI., USASRDL
. Subject: Work Statement for Proposea HF Radio Studies to Be Made on Subcontract

Resume: A draft of a work statement for HF radio studies was discussed for the
purpose of arriving at agreement on the contents of the proposed work statemert.
It was agreed that the work would normally be divided into five general categories.

Detailsof the items were agreed upon. The materizl is to be redraited and sub-
mitted to USASRDL for approval.
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Date: 19 Cctober 1551

Place: The Fentagon, Wash’agton, D. C.
Organizations Represcated: ACSD, »yl, 7 ~aL
Subjetét: Implementaticn Plan for Phase 1

Resume: The results of the Phase I immplementation study were presenied. It was
agreed that preliminary copies of the materia! presented would be furnished for
study by USASRDL and ACSD. It was also indicated that extension of this plan to

Phase II should not be undertaken until the Signal Corps has had a chance tc study
the Phase I results.

Date: 25 October 1961

Place: Bell Telepimne Laboratories, Whippany, N. J. .
Orgagizations Represent;ed: BTL, USASRDL

Subject: Modems und the Time-Division Switch (T.M.D. Conf. #9}

Resume: Development of modems and the time-division swiich was discussed. The
work will ++ -ontinued as indicated in the discussion.

Date: 1 November 1961 ) i

Place: USASRDL, Fort Monmouthk, N. J.

Organizations Representéd: BTL, USASRDL

Subject: UNICOM Security — Subscriber Installations

Resume: A dlsc.zssién of subscriber station problems invol'ving security pro-
‘visions was held to establish an agenda for 2 conference with NSA and ASA on

3 Novembher 1961.
Date: 3 November 1961
Place: Be!l Telephone Laboratories, Whippany, N. J.

OrganizatiLns Represented: ASA, BTL, NSA, OCSigO (R&D Div.), USASRDL
Subject: UNICOM Security — Subscriber Installations

Fasume: A review of the changes in UNICOM concepts for subscriber stations was
presented and the »lated security provisions were discusset ’
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Date: 8 November 1961
Place: Bell Telephone Laboratories, Whippany, N. J.
Organizations Represented: BTL, USASRDL

Subject: Voice A/D Canverter, Signal Assembler/Jistributér, and MSTF (T. M. D.
Conf. #10)

Resume: Development ol the voice analog-digital converter, the signal assembler/

distributor systera, and the message store and forward unit were discussed. The
work will be continued as indicated in th' i scussion.

Date: 14 MNovember 1961

Place: USASRDL, Fort Monmouth, N. J.

Organizations Represented: BTL, USASRDL

Subject: Effects of Nuclear Detonations on HF Radio Transmission

Resume: USASRDL presented a history of the studies on this subject to date. The
effects of high altitude nuclear bursts upon the radio communication system were
discussed. Arrangements were made to have certain documents available at Mcn-~
mouth transmitted to Bell Laboratories. References to specific classified reports
of recent dates, through July 1961, were obtained.

Date: 16 November 1951
Place: USASRDL, Fort Monmouth, N. J.

Organizations Represented: ASA, BTL, NSA, OCSigO (R&D Div.) USASRDL
(ComsSec)

Sohject: UNICOM Communication Security

Resume: Communication security aspects of subscriber stations and of store and
forward message handling at the switching centers were discussed.

Date: 17 November 1961

Place: USASRDL, Fort Monmouth, N. J.

Organizations Represented: BTL, USASEA, USASRDL
Subject: E&I Standards for Electronic Switching Centers

Resume: Discussion of the E&I standards to be written by Bell Telephone Labora-
tories was held. Agreements were reached regarding the contents of the standards,
review of the standards by Bell Telephone Laboratories beginning 1 January 1962,

final review by USASRDL beginning 15 January 1962, and submission of the completed
document to DCA on 31 Janvary 1962.
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Date: 17 Novamber 1981

Place: USASRDL, Fort Monmouth, N. J.

Organizations Represenled: Bendix, BTL, USAAMA, USASARDL
. Subject: UNICOM-Advent Interconnection

Resume: Bendix proposals for modificaticn of Advent to work with UNICOM were
discussed. A proposed arrangement for a UNICOM-Advent trunk was discussed.

Date: 17 November 1961

Place: USASRDL, Fort Monmouth, N. J.

Organizations Represented: BTL, USASRDL y
Subject: UNICOM Connections Via Advent Links

Resume: Proposed types of key gcnerators to be used on UNICOM-Advent links
were discussed.

Date: 22 November 1961

Place: Bell Telephone Laboratories, Whippany, N. J.

Organizations Represented: BTL, USASRDL

Subject: Review of Systems Engineering Work on Switching and Signaling

Resume: A brief review of the current work in this area was presented with em-
phasis on such items as the choice of switching mitrices, maintenance and re-
liability objectives, signaling plans for interswitching office trunks, and error
control methods for the store and forward traffic.

Date: 27 November 1961 -

Place: Beil Telephone Laboratories;-Whippany, N. J. *
. Organizations Represented: BTL, USASRDL

Subject: Subscriber Stations

Resume: Miscellaneous contractor proposals in the areas of ancillary devices,
station arrangements, service features, and subscriber control sets were reviewed.
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Date: 30 Novgmb;er 151

Place: Bell Telephone ﬁqbomtorles, Whippany, N. J.
O‘rganizations l.iepresented: BTL, USASRL/L

Subject: Central Processor System (T.M.D. Conf. #11}

Resume: Organization o1 the central processor system was presented and dis-
cussed. Work in this area will continue as indicated in the discussion.

Date: & December 1961

Place: Western Union Telegraph Co., 60 Hudson Street, New York, M. Y.
Orgzanizations Represented: BTL, USASRDL, ACSD, Western Union
) Subject: ComLogNet

Resume: A presentation was made of the ComLogNet message switching system
by Western Union for the benefit of Bell Telephone Laboratories personnel who are
writing E31 standards for electronic switching centers. Of primary interest was

the interface problem between ComLogNet and other military communications
systems, ' :

Date: 7 December 1961

Place: Internaticnal Electric Corporation, Paramus, N. J.
Organizations Represented: . ACSD, BTL, IEC, ITTFL, USASRDL
Subject: 465L_Comm:x.-d and Control System

Resume: A presentation was made by IEC of the 4651, command and coxirol sys-
tem used by SAC. The purpose was to help in the writing of E&I standards for
electronic switching centers in DCS. Of primary interest was the interface prob-
lem between 465L and other military communications systems.

Date: 14 December 1961 ' ’
Place: Bell Telephone Laboratories, Whippany, N. J.

Organizations Represented: BTL, USASRDL

Subject: Envi;‘onmental Control (T.M.D. Conf. #13)

Resume: Problems of environmental centrol were discussed with the aid of the
resuli: of a recent comparative study of different size switching centers. Physi-

cal arrangement of UNICOM equipment packages was also discussed as was a pro-
posal to use a seven-foot standard rack.
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Date: 15 December 1561

Place: USASRDL, Fort Monmouth, N. J.
Organizations Represented: BTL, USASRDL
Subject: User Needs

Resume: The subject of user needs was reviewed and a number of questions were
raised. Discussions fcllowed on various pertinent topics: automatic message ac-
counting, recording requirements, the hold feature, handling STARCOM PN mes-
sage headings, PN conferences, allocated circuits, and analog users.

Date: 18 December 1961

Place: USASRDL, Fort Monmouth, N. J.

Organizations Represented: Bendix, BTL, USASRDL

Subject: UNICOM-Advent Interconnection )
Resume: Technical characicristics of UNICOM-Advent interface were discussed
further.

Date: 19 December 1961

Place: ITT Federal Laborataries, Nutley, N. J.

Organizations Represented: BTL, ITTFL, USASRDL

Subject: UNICOM — AN/GRC-66 Scatter Radio Terminals

Resume: Terminals, packaging, transmitter power, frequency bands, antennas,
traffic capacity, PCM equipment, EACP order, and remote switching were dis-
cussed. ITTFL Installation, service, and inspection of comporentz in the process

of manufacture were also considered.

Date: 20 December 1961

Place: Bell Telephone Laboratories, Whippany, N. J.
Organizutions Represented: BTL, USASRDL

Subject: Attendant's Consnie (T.M.D. Coni. #14)

Resume: The design proposal for the attendant's console and the maintenance and
reliab.lity guideline for the development of the Test Model were discussed. Work
in this area will continue as indicated in the discussiun.




Date: 21 December 1581

Place: USASRDL, Fort Monmouth, N. J.

Orgauic tions Represented: BTL, RCA, USASRDL
Subject: HF Radio Transmission Studies by RCA

Resume: Discussion of this subject centered on the following items: (1} deter-
mining the relative importance of the various parts of the work statement and (2)
determining the means for obtaining access to reports on pertinent classifled sub-

jects. In addition, the answers were procured to a series of technical questions
which formed the basic agenda for the ineeting.

'
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KEY PERSONNLEL -

flere, briefly, are the technical backgrounds of the people who ioined the
UNICOM project in 2 supervisory capacity during the tcnih quarter.

L. H. BEZER, WECo, received a Bachelor of Electrical Engineering degree
from the Polytechnic Institute of Brooklyn. He hus done graduaie work there and
at Fairleigh Dickinson University. During his 25 years in the Bell System, he has
supervised work on radar systems such as the SCR 547 and 545, radio coamunica-
tion systems includi:.g AN/TRC-24, and carrier communication systems used in
commercial installations, as well as such radic scts as the AN/TRC-3, -5, -7,
ard -11. He most recently was in the Air Defense Engineering Services (ADES)
branch of Western Electric Company. This work, inthe Transmission Eagineering
organization, established communication requirements for the SAGE system. Work
in Engineering Coordination involved supervising cocrdination of analyscs of in-

compatibilities at interfaces between SAGE radars, digitai data, communication,
and computerized subsystems.

J. H. HELFRICH, BTL, holds 2 Mechanical Engineering degree and an MS
degree in Electrical Engineering, both f-om Stevens Institute of Technology. Ee has
11 years of design gxpeﬁence; the last seven of which have Lsen with Bell Tele-
phone Laboratories. His work has included design and developmesnt of vacuum
.* tubes, digital systems, and data transmission systems.

L.. M. SMITH, BTL, holds a BS in siectrical engineering from the University
of Washington, an MS in mathematics from Stevens Institute of Technology, and is
a graduate of the Bell Telephone Laloratorics Communications Development Train-
ing Program. 'l‘hring his 10 years with Bell Telephone Laboratories, he has worked
on the development of AN/TSQ-17, -8, and -36 Coordinate Data Sets, CV-424/ FSQ
Digital Data Converter, AN/ASW-14 Digital Data- Communications Control Set, and
the AN/TYA-13(V), -14, and -15 Digital Data Sets.

The backgrounds of other key personnel were given in previous UNICOM
quarterly reports.
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